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Notes on Supplying Brake Power (+24 V) to X-SEL-PX/QX Controllers

If you are using an X-SEL-PX/QX controller, you must also supply the brake power to the controller, separately
from the brake power supplied through the brake power cable connected from the SCARA robot.
Supply the brake power (+24 V) to the controller as shown below.

3-phase 200 to 230 VAC
power supply

Auxiliary power
supply circuit

p

< The top socket receives 0 V.
< The bottom socket receives 24 V.
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Brake power supply

—
—
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+24 V power
supply

23 W

Example of X-SEL-PX
controller (4-axis SCARA
robot with an arm length of
250 to 600 mm without 1/0
expansion board)

SCARA robot
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Please Read Before Use

Thank you for purchasing an IAl product.

This operation manual explains the handling methods, structure and maintenance of this product, among
others, providing the information you need to know to use the product safely.

Before using the product, be sure to read this manual and fully understand the contents explained herein
to ensure safe use of the product.

The DVD that comes with the product contains operation manuals for IAl products.

When using the product, refer to the necessary portions of the applicable operation manual by printing
them out or displaying them on a PC.

After reading the operation manual, keep it in a convenient place so that whoever is handling this product
can reference it quickly when necessary.

[Important]

e The product cannot be operated in any way unless expressly specified in this operation
manual. Al shall assume no responsibility for the outcome of any operation not specified
herein.

e Information contained in this operation manual is subject to change without notice for the
purpose of product improvement.

e This operation manual is original.

e If you have any question or comment regarding the content of this manual, please contact

the IAl sales office near you.

e Unauthorized use or reproduction of this operation manual, whether in whole or in part, is strictly
prohibited.
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CE Marking

If a compliance with the CE Marking is required, please follow Overseas Standards Compliance Manual
(MEOQ287) that is provided separately.
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Safety Guide

“Safety Guide” has been written to use the machine safely and so prevent personal injury or property
damage beforehand. Make sure to read it before the operation of this product.

Safety Precautions for Our Products

The common safety precautions for the use of any of our robots in each operation.

Operation

No. D o Description
escription
1 Model e This product has not been planned and designed for the application where
Selection high level of safety is required, so the guarantee of the protection of
human life is impossible. Accordingly, do not use it in any of the following

applications.
1) Medical equipment used to maintain, control or otherwise affect human
life or physical health.
2) Mechanisms and machinery designed for the purpose of moving or
transporting people (For vehicle, railway facility or air navigation facility)
3) Important safety parts of machinery (Safety device, etc.)
e Do not use the product outside the specifications. Failure to do so may
considerably shorten the life of the product.
e Do not use it in any of the following environments.
1) Location where there is any inflammable gas, inflammable object or
explosive
2) Place with potential exposure to radiation
3) Location with the ambient temperature or relative humidity exceeding
the specification range
4) Location where radiant heat is added from direct sunlight or other large
heat source
5) Location where condensation occurs due to abrupt temperature
changes
6) Location where there is any corrosive gas (sulfuric acid or hydrochloric
acid)
7) Location exposed to significant amount of dust, salt or iron powder
8) Location subject to direct vibration or impact
e For an actuator used in vertical orientation, select a model which is
equipped with a brake. If selecting a model with no brake, the moving part
may drop when the power is turned OFF and may cause an accident such
as an injury or damage on the work piece.
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No. Opergtu_m Description
Description
2 | Transportation | e When carrying a heavy object, do the work with two or more persons or
utilize equipment such as crane.

e When the work is carried out with 2 or more persons, make it clear who is
to be the leader and who to be the follower(s) and communicate well with
each other to ensure the safety of the workers.

e When in transportation, consider well about the positions to hold, weight
and weight balance and pay special attention to the carried object so it
would not get hit or dropped.

e Transport it using an appropriate transportation measure.

The actuators available for transportation with a crane have eyebolts
attached or there are tapped holes to attach bolts. Follow the instructions
in the instruction manual for each model.

e Do not step or sit on the package.

e Do not put any heavy thing that can deform the package, on it.

e When using a crane capable of 1t or more of weight, have an operator
who has qualifications for crane operation and sling work.

e \When using a crane or equivalent equipments, make sure not to hang a
load that weighs more than the equipment’s capability limit.

e Use a hook that is suitable for the load. Consider the safety factor of the
hook in such factors as shear strength.

e Do not get on the load that is hung on a crane.

e Do not leave a load hung up with a crane.

e Do not stand under the load that is hung up with a crane.

3 | Storage and e The storage and preservation environment conforms to the installation
Preservation environment. However, especially give consideration to the prevention of
condensation.

e Store the products with a consideration not to fall them over or drop due to
an act of God such as earthquake.

4 | Installation (1) Installation of Robot Main Body and Controller, etc.
and Start e Make sure to securely hold and fix the product (including the work part). A
fall, drop or abnormal motion of the product may cause a damage or injury.
Also, be equipped for a fall-over or drop due to an act of God such as
earthquake.

e Do not get on or put anything on the product. Failure to do so may cause
an accidental fall, injury or damage to the product due to a drop of
anything, malfunction of the product, performance degradation, or
shortening of its life.

e When using the product in any of the places specified below, provide a
sufficient shield.

1) Location where electric noise is generated

2) Location where high electrical or magnetic field is present

3) Location with the mains or power lines passing nearby

4) Location where the product may come in contact with water, oil or
chemical droplets
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No. Opergtu_;n Description
Description
4 | Installation (2) Cable Wiring
and Start e Use our company’s genuine cables for connecting between the actuator

and controller, and for the teaching tool.

e Do not scratch on the cable. Do not bend it forcibly. Do not pull it. Do not
coil it around. Do not insert it. Do not put any heavy thing on it. Failure to
do so may cause a fire, electric shock or malfunction due to leakage or
continuity error.

e Perform the wiring for the product, after turning OFF the power to the unit,
so that there is no wiring error.

e When the direct current power (+24V) is connected, take the great care of
the directions of positive and negative poles. If the connection direction is
not correct, it might cause a fire, product breakdown or malfunction.

e Connect the cable connector securely so that there is no disconnection or
looseness. Failure to do so may cause a fire, electric shock or malfunction
of the product.

e Never cut and/or reconnect the cables supplied with the product for the
purpose of extending or shortening the cable length. Failure to do so may
cause the product to malfunction or cause fire.

(3) Grounding

e The grounding operation should be performed to prevent an electric shock
or electrostatic charge, enhance the noise-resistance ability and control
the unnecessary electromagnetic radiation.

e For the ground terminal on the AC power cable of the controller and the
grounding plate in the control panel, make sure to use a twisted pair cable
with wire thickness 0.5mm? (AWG20 or equivalent) or more for grounding
work. For security grounding, it is necessary to select an appropriate wire
thickness suitable for the load. Perform wiring that satisfies the
specifications (electrical equipment technical standards).

e Perform Class D Grounding (former Class 3 Grounding with ground
resistance 100Q2 or below).
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No.

Operation
Description

Description

Installation
and Start

(4) Safety Measures

e When the work is carried out with 2 or more persons, make it clear who is
to be the leader and who to be the follower(s) and communicate well with
each other to ensure the safety of the workers.

e When the product is under operation or in the ready mode, take the safety
measures (such as the installation of safety and protection fence) so that
nobody can enter the area within the robot’s movable range. When the
robot under operation is touched, it may result in death or serious injury.

e Make sure to install the emergency stop circuit so that the unit can be
stopped immediately in an emergency during the unit operation.

e Take the safety measure not to start up the unit only with the power turning
ON. Failure to do so may start up the machine suddenly and cause an
injury or damage to the product.

e Take the safety measure not to start up the machine only with the
emergency stop cancellation or recovery after the power failure. Failure to
do so may result in an electric shock or injury due to unexpected power
input.

e When the installation or adjustment operation is to be performed, give
clear warnings such as “Under Operation; Do not turn ON the power!” etc.
Sudden power input may cause an electric shock or injury.

e Take the measure so that the work part is not dropped in power failure or
emergency stop.

e Wear protection gloves, goggle or safety shoes, as necessary, to secure
safety.

e Do not insert a finger or object in the openings in the product. Failure to do
SO may cause an injury, electric shock, damage to the product or fire.

e When releasing the brake on a vertically oriented actuator, exercise
precaution not to pinch your hand or damage the work parts with the
actuator dropped by gravity.

Teaching

e When the work is carried out with 2 or more persons, make it clear who is
to be the leader and who to be the follower(s) and communicate well with
each other to ensure the safety of the workers.

e Perform the teaching operation from outside the safety protection fence, if
possible. In the case that the operation is to be performed unavoidably
inside the safety protection fence, prepare the “Stipulations for the
Operation” and make sure that all the workers acknowledge and
understand them well.

e When the operation is to be performed inside the safety protection fence,
the worker should have an emergency stop switch at hand with him so that
the unit can be stopped any time in an emergency.

e When the operation is to be performed inside the safety protection fence,
in addition to the workers, arrange a watchman so that the machine can
be stopped any time in an emergency. Also, keep watch on the operation
so that any third person can not operate the switches carelessly.

e Place a sign “Under Operation” at the position easy to see.

e When releasing the brake on a vertically oriented actuator, exercise
precaution not to pinch your hand or damage the work parts with the
actuator dropped by gravity.

* Safety protection Fence : In the case that there is no safety protection

fence, the movable range should be indicated.
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No.

Operation
Description

Description

Trial Operation

e When the work is carried out with 2 or more persons, make it clear who is

to be the leader and who to be the follower(s) and communicate well with
each other to ensure the safety of the workers.

After the teaching or programming operation, perform the check operation
one step by one step and then shift to the automatic operation.

When the check operation is to be performed inside the safety protection
fence, perform the check operation using the previously specified work
procedure like the teaching operation.

Make sure to perform the programmed operation check at the safety
speed. Failure to do so may result in an accident due to unexpected
motion caused by a program error, etc.

Do not touch the terminal block or any of the various setting switches in
the power ON mode. Failure to do so may result in an electric shock or
malfunction.

Automatic
Operation

Check before starting the automatic operation or rebooting after operation
stop that there is nobody in the safety protection fence.

Before starting automatic operation, make sure that all peripheral
equipment is in an automatic-operation-ready state and there is no alarm
indication.

Make sure to operate automatic operation start from outside of the safety
protection fence.

In the case that there is any abnormal heating, smoke, offensive smell, or
abnormal noise in the product, immediately stop the machine and turn
OFF the power switch. Failure to do so may result in a fire or damage to
the product.

When a power failure occurs, turn OFF the power switch. Failure to do so
may cause an injury or damage to the product, due to a sudden motion of
the product in the recovery operation from the power failure.
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No.

Operation
Description

Description

Maintenance
and Inspection

e When the work is carried out with 2 or more persons, make it clear who is
to be the leader and who to be the follower(s) and communicate well with
each other to ensure the safety of the workers.

e Perform the work out of the safety protection fence, if possible. In the case
that the operation is to be performed unavoidably inside the safety
protection fence, prepare the “Stipulations for the Operation” and make
sure that all the workers acknowledge and understand them well.

e When the work is to be performed inside the safety protection fence,
basically turn OFF the power switch.

e When the operation is to be performed inside the safety protection fence,
the worker should have an emergency stop switch at hand with him so that
the unit can be stopped any time in an emergency.

e When the operation is to be performed inside the safety protection fence,
in addition to the workers, arrange a watchman so that the machine can
be stopped any time in an emergency. Also, keep watch on the operation
so that any third person can not operate the switches carelessly.

e Place a sign “Under Operation” at the position easy to see.

e For the grease for the guide or ball screw, use appropriate grease
according to the Instruction Manual for each model.

e Do not perform the dielectric strength test. Failure to do so may result in a
damage to the product.

e When releasing the brake on a vertically oriented actuator, exercise
precaution not to pinch your hand or damage the work parts with the
actuator dropped by gravity.

e The slider or rod may get misaligned OFF the stop position if the servo is
turned OFF. Be careful not to get injured or damaged due to an
unnecessary operation.

e Pay attention not to lose the cover or untightened screws, and make sure

to put the product back to the original condition after maintenance and

inspection works.

Use in incomplete condition may cause damage to the product or an injury.

Safety protection Fence : In the case that there is no safety protection

fence, the movable range should be indicated.

*

Modification
and Dismantle

e Do not modify, disassemble, assemble or use of maintenance parts not
specified based at your own discretion.

10

Disposal

e When the product becomes no longer usable or necessary, dispose of it
properly as an industrial waste.

e When removing the actuator for disposal, pay attention to drop of
components when detaching screws.

e Do not put the product in a fire when disposing of it.
The product may burst or generate toxic gases.

11

Other

e Do not come close to the product or the harnesses if you are a person
who requires a support of medical devices such as a pacemaker. Doing so
may affect the performance of your medical device.

e See Overseas Specifications Compliance Manual to check whether
complies if necessary.

e For the handling of actuators and controllers, follow the dedicated
instruction manual of each unit to ensure the safety.
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Alert Indication

U

The safety precautions are divided into “Danger”, “Warning”, “Caution” and “Notice” according to the
warning level, as follows, and described in the Instruction Manual for each model.

Level Degree of Danger and Damage Symbol
This indicates an imminently hazardous situation which, if the
Danger product is not handled correctly, will result in death or serious injury. & Danger

Warning This indicates a potentially hazardous situation which, if the product fi Warning

is not handled correctly, could result in death or serious injury.

Caution |is not handled correctly, may result in minor injury or property

This indicates a potentially hazardous situation which, if the product
& Caution
damage.

Notice

Notice This indicates lower possibility for the injury, but should be kept to @

use this product properly.
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Caution in Handling

1. Make sure to attach the vertical articulated robot properly by following this operation

manual.
Using the product with the vertical articulated robot not being certainly retained or affixed may

cause abnormal noise, vibration, malfunction or shorten the product life.
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1 Names of Robot Parts

Reference
surface

¢ 4 user piping
(black, red, white; 3 locations)

Top cover (arm 1)

Ball screw spline shaft

Axis 3
(vertical axis)

Mechanical stopper for arm 1

Mechanical stopper for arm 2

Wiring duct

End cover (arm 1

M cable (outside robot) [

-
s [

Mechanical

stopper for axis

3 (vertical axis

Arm2(T / t[
Arm 1

Front panel (base)

Air tubes (¢ 4: 3 pcs.)

—e Rear panel (base
Base

T-slot for peripheral ‘
installation (M3, M4)

U cable (outside robot)

PG cable

Reference surface

outside robot

i
o
2

Fd

/?;K power cable (outside robot)

Slied 100y JO ssWweN ‘L
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1.1 Labels

The following labels are attached on the robot and controller. Be sure to observe the instructions and cautions
written on the labels to ensure the correct use of the robot/controller.

Labels on the Robot

Prohibition of entry into Warning on handling of Warning against
the operation area the vertical axis electric shock

s 4 B
AT [z |&ADANGER Zﬁn_;tm;m A T
Bl BaT{EEw, Odly bk

o EErh EHET | 7 FISILASE EOWEERE 4 e EAY X —
s EREHFEsSIha E5LBBEIRY 4,
® {EEP CLEAR OF WORK Please don' i apply excessive
AREA DURING OPERATION. e s e o
w SERIDUS IMJURY MAY of serious damage to the robot. B2 X |=é‘=
RESULT.
LA WARNING | ELECTRIG HAZARD
CE-certified robot
Robot serial number (Provided only for CE-certified models)
HODEL TK-NHH2E15-51-T1 I
MODEL CIH-NNN2515-5L-T1
SERLAL Ho. 4350298 WABE [0 JhaH ARM LENGTH 250mm
PAYLOAD ‘Patedlkg/Maximum3Ksg
WEIGHT C17kE

MOTOR POWER:Axisl 200W, Axis2 100W,

Bxis3 100W, Axisd 50W
DATE :232/10/2003
1A I Corporation
645—1 SHIMIZU HIROSE c €
Labels on the Controller SHIZUCKA-CITY, SHIZUOKA,

424-0102 JAPAN

Caution/warning on

handling of the controller Designation of the connected robot
((POMER [#£200-230VE1D08 50-6DHz) EEERTTEETY
ASE 4G A | o]
DEEXE L YIS = rHEREL T &
A WH L mum ol E E | toosercmwlaksn. OFEE
* Powar down hafu‘ra LFHhe
rampying cables. This controller hes been curfigured far
A :E &AL A | e[ ]
=3 b O—FHEMA@r—2* 1 end will net perfurn prorerly if connected with
AR LR T A CAUTIOH
L= Usn TAL specifled cables only, | other Rulsk.
Controller serial number Controller serial number
(Other than CE-certified models) (CE-certified models)
MODEL XSEL-MNNN2515-H1-EEE-2-2 1Al Corporation
SERTAL Mo, XX150432 MADE IN JAPAN MODEL ¥BEL-KX-NHHN2515-W1-EEE-2-2
57N KKL150432
INPUT 2304 ~ 1021VA-3410VA MAX.
IP0 c €
MADE IN JAPAN
Danger i} Warning Caution

® Failure to observe the cautionary information provided on the labels may result in serious injury or damage
to the robot.

10
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1.2 Label Positions

Label Positions on the Robot

Warning on handling
of the vertical axis

Robot serial number

WIEL  JE-INEIAL-ELTL
SHH b ti15aa0e LG [ 1

THCH L. ABEEAEE.
g ot ey Oy
b S o Kt

B M Yo,
Plome din' 4 apply ozenalie

A WARNING

CE-certified robot
(Provided only for
CE-certified models)

-—
P4
)
3
@
]
o
=h
A
o
o
o
=
U
o
=3
o

Warning against electric shock

xRBEt[NGTN :ééanuuaﬁlﬁ—ﬁL—rl = =
H nn
PAYLEAD ‘PetedlKE /MBxi 3k
FiiERD Pebedlke/Mesinunae A WARNING
METCR PONER:AxTe]l 200W. Axl1ed 100%
Rrls3 T00H Axlsd 50¥ 9
CATE L1 0 2009

TAT Carporatfon

645-1 SHIM[ZU HIRQSE, c €
SHIZUDKA—CITY, SH1ZUOKA,
434-0102 JaPAN

EEBEE
ELECTRIC 1AM

Label Positions on the Controller

Controller serial number
Other than CE-certified models

MIDEL ¥BEL-WKM1515-H]1-EEE-2-3
SERIAL Wi, IX1P023Z RAOE M AR

CE-certified models = T T T

c@axpo—Fi,
1A f Corporation s i
MWODEL  KSEL-KY-MMNI515-ML-EEE-i-3 M
BN r1514328 ERRELCTF 0.
INFUT  Z30F ~ LIGLYA-3410VA MAL. c E E E OO F EEEREL g T, IERCRAE
P20

L E e

Designation of the connected robot

WHIE TH JAPIN

Caution/warning on
handling of the controller

Thig conbreller hon been configured Fer

A KA Auiol

CAITION md will mit prfem premcely iF conneeted with

Itier Robat,

M | amiemeran e

FYEEr Yo

e

e ] el i

11



2. Transportation and Handing .

I x INRTELLIGERT
SRS TUIATOR

2 Transportation and Handling

21

Handling of the Carton

Each robot is packed with a controller prior to shipment.
When transporting the carton containing the robot and controller, observe the following items and be careful not
to drop the carton or apply impact due to forcible contact:

2.2

If the carton is heavy, one operator should not attempt to carry it alone.

Place the carton on a level surface if it is to be left there for a while.

Do not climb upon the carton.

Do not place on the carton any heavy object that may cause the carton to deform, or an article whose
shape allows a load to be concentrated at one point.

Packing Condition of the Robot

Controller, accessories and
other items (except for the robot)

A

rm fixing =
V
L=

/I Warning /I\ Caution

The robot and controller are very heavy. When transporting the carton containing the robot and controller,
handle it with extra care so as not to drop the carton or apply impact due to forcible contact, as it may
cause injury or damage to the robot or controller.

Serious injury may result if the carton is dropped onto a person during transportation.

Never stand below the carton as it is hoisted.

Use a carrier device with sufficient loading capacity.

If a machine or method is used that requires specified skills, it must be operated/performed by a person
having the proper qualifications.

12
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2.3 Handling of Individual Components

The robot and controller are supplied as a set.

Your robot cannot be used with the controller supplied with another robot.

When handling multiple robots, be careful not to lose their correct pairings with the controllers.

The robot will not stand on its own after being unloaded from the carton pallet.
Hold it by hand, or place a cushioning material on the floor and place the robot on its side upon the cushion.

2.4 Checking after Unpacking

After unpacking the carton, check the condition of the robot and other items contained in the carton.

— Standard parts
Robot
Controller
Operation manual for robot
Operation manual for controller

R G S ) I N I

— Accessories
Eyebolt
D-sub connector

Hood set (for D-sub connector)
Caution label

Positioning label

PIO flat cable

S AIN -

~— Optional parts
PC software (type: IA-101-X-MW)

( CD-ROM

PC connection cable
Hand-held emergency-stop switch
PC software operation manual

R L G §

Absolute reset adjustment jig (type: JG-2)

Positioning jig for axes 1 and 2 (pin)
Positioning jig for axis 4 (plate)

e

Absolute-data backup battery (AB-3)

/N Caution (D) Note

controller may result in an unexpected operation, damaged motor or other problem.
® After unpacking, be sure to confirm the condition of the robot and other items contained in the carton.
Should you find a damaged or missing part, please contact IAl immediately.

® Always operate the robot using the controller supplied with the robot in the same carton. Using another

13
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2.5

When
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Transporting the Robot

transporting the robot, affix the arms using the supplied arm fixing plate. Additionally, wrap the cables

around the base and secure them with gummed tape or other means.

Use a dolly, forklift, crane or other appropriate equipment for transportation. When transporting the robot, move it
slowly by maintaining balance and safeguarding against vibration or impact.

When

a crane is used, install the supplied eyebolts on the robot for the pass-through of ropes. Install the

eyebolts following removal of the top cover.

Hoisting hook with lock

Cross-recessed countersunk
head screw, M3 x 8

Cables

(Wrap around the base.)

/I\ Danger /\ Warning

If the arms and cables remain free, the arms may turn unexpectedly and pinch a hand, or a person may
be tripped by the trailing cables.

Do not attempt to carry the robot by hand, as it may injure the back. Additionally, an injury may result if the
robot is dropped onto the feet.

Serious injury may result if a person is caught under a fallen robot during transportation.

Never stand below the robot as it is hoisted.

Use a hoist and ropes that can comfortably support the weight of the robot.

If a machine or method is used that requires specified skills, it must be operated/performed by a person
having the proper qualifications.

14
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Installation Environment and Storage Environment

Installation Environment

Install the robot in an environment that satisfies the following conditions:

Away from direct sunlight

Not subject to radiated heat from a high-capacity energy source such as a heat-treating furnace
Surrounding air temperature: 0°C to 40°C

Humidity: 85% or less (non-condensing)

Not exposed to corrosive or flammable gases

Not subject to impact or vibration

Not exposed to a significant amount of electromagnetic waves, ultraviolet rays or radiation
Sufficient space is available to ensure safety in teaching and maintenance/inspection operations

Generally, the robot must be installed where the operator need not wear protective gear in order to work.

3.2

Installation Platform

The platform on which to install the robot receives a significant reactive force. Be certain the platform has
sufficient rigidity to withstand the anticipated force.

3.3

The surface on which the robot is fixed must have a thickness of 25 mm or more.

The levelness of the robot installation surface must be at least +0.05 mm.

Drill M8 tapped holes into the installation surface of the platform. The effective threads must be 10 mm
or longer (for steel, 20 mm or longer for aluminum).

The platform must have sufficient rigidity to withstand not only the weight of the robot but also the
dynamic moment of inertia that is generated when the robot is operated at maximum speed.

Secure the platform to the floor or other rigid structure in a manner that prevents any movement due to
operation of the robot.

The installation platform must allow the robot to be mounted on a level surface.

Storage Environment

The storage environment conforms to the installation environment. If the robot is to be stored for a prolonged
period of time, be sure the robot will not be exposed to dew condensation.

Unless otherwise specified, desiccant is not placed in the carton when shipped. If the robot is to be kept in an
environment subject to condensation, provide preventive measures from over the carton or directly to the robot
after unpacking.

The maximum storage temperature is 60°C for a short storage period. If the robot is to be stored for more than a

month, the temperature should not exceed 50°C.

/I Danger /N Warning

® Failure to provide a proper environment for installation and storage may shorten the service life of the

robot, reduce its operation accuracy, or cause a malfunction or failure.

® Never use the robot in a flammable atmosphere. The robot may explode or ignite.
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4 How to Install

Shown below is how to install SCARA Robot.

4.1 Installation Posture

O : Available x: Not available

Horizontally Oriented Mount Wall-Mount

Ceiling-Mount

16
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4.2 Installing the Robot

Install the robot on a level surface.
Secure the robot using M8 hex bolts and washers (tightening torque: 3.2 kgf-m).

For the hex bolts, use high-tension bolts with an 1ISO rating of 10.9 or higher.

/N Warning | | /i\ Caution

® Always insert a washer below each bolt. Without a washer, the bolt-bearing surface may sink.

of robot operation, and in the worst case cause the robot to overturn.

® Tighten the hex bolts securely to the correct torque. Improperly tightened bolts may reduce the accuracy

17
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4.3 Connecting the Controller

The controller connection cables are attached on the robot (standard cable: 5 m, to air-tube joint: 150 mm).

Pay attention to the following items when connecting the controller:

e Connect to the robot of the serial number specified on the robot designation label provided on the front panel
of the controller.

Robot designation label

—@Max bO—F &,
Dty btk |MUIJEL TA-NNHBE15-5L-TL |

P

ond wiLl not perferm properly If connscted with
nther Rohaot.

CAUTION

SERTAL Na, 55301048 «gem Robot serial number
. IRl T 2.
i ) : EE B2 B | pooss b omml ol e, TF 28
E ]I E ﬁ L& e
i - Thit econtroller hat bean eonfigured for
ﬂ A 36484 Aol | |

e
=
L
ETH
) E Yy
* [ lmnn s munsd II]

Ll -
=

/N\ Warning

@ Be sure to connect to the robot of the serial number specified on the front panel of the controller.
The controller will not operate properly if any other robot is connected. Failure to observe this warning may
cause the robot to malfunction, resulting in a serious accident.

® Before connecting or disconnecting a cable, always turn off the power to the controller.
Connecting/disconnecting a cable with the power supplied to the controller may cause the robot to
malfunction, resulting in a serious accident.

® |[nstalling the connectors into the wrong sockets may cause the robot to malfunction. Be sure to check the
designation on the cable with that on the controller panel before plugging in any connector.

® If the connectors are not inserted securely, the robot may malfunction and generate the risk of danger.
Be sure to affix each connector with the supplied screws.

e Connect the cables securely after confirming that they are free from damage or bent connector pins.

e Connect each cable by aligning the indication on the marking tube on the cable with the indication on the
controller panel.

o When installing the PG connector (D-sub connector), ensure correct orientation of the connector.

e The brake power circuit is provided on the primary side (high-voltage side). Therefore, provide a
dedicated 24 VDC power supply for the brake. Do not attempt to share the secondary circuit power
sources such as I/O power source.

The brake power to be supplied to Horizontal Articulated Robot should be 24V DC +10% and the

voltage source capacity 20W.

The brake power to be supplied to the XSEL-PX/QX controller should be 24V DC £10% and the

voltage source capacity 9W.

(Note) It is necessary to increase the voltage source capacity of the brake power source if brake
actuators are to be connected to the 5th and 6th axes of the XSEL-PX/QX controller.
[Refer to the section of the voltage source capacity and heat generation in the controller
operation manual.]

Refer to the operation manuals for the controller and PC software for the procedures to connect the I/O cable,
controller power cable, PC connection cable, etc.
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Output voltage: 24 VDC + 10%
Current capacity: 20 to 30 W

[ -
~ | o~

| T

| 24VDCpower -7 . f'1|

|___supply for brake -
(Provided by, 1 !

USfIE ) - ! Tool, control unit, etc.

" ! (providec1 by user)

-
-
-

.

U cable (outside robo -

cable for user wiring

/N Warning

® Before connecting or disconnecting a cable, always turn off the power to the controller.
Connecting/disconnecting a cable with the power supplied to the controller may cause the robot to
malfunction, resulting in a serious accident.

® |[nstalling the connectors into the wrong sockets may cause the robot to malfunction. Be sure to check the
designation on the cable with that on the controller panel before plugging in any connector.

® If the connectors are not inserted securely, the robot may malfunction and generate the risk of danger.

Be sure to affix each connector with the supplied screws.

4.4 Checking after Installation
Once the robot has been installed, check the following items:

o Visually check the robot, controller and cables for dents and other abnormalities.
o Confirm that the cables are connected properly and that the connectors are inserted securely.

& Warning

® Failure to perform these checks may result in a malfunctioning robot or a damaged controller or robot.
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Precautions for Use

Reference Acceleration/Deceleration Settings

Use the robot based on appropriate acceleration/deceleration settings by referring to the following graph:

(1) PTP operation (Set using the SEL language commands ACCS and DCLS.)

Reference acceleration/deceleration
settings for PTP operation

100

80

60

Reference range of maximum
setting

Acceleration/deceleration (%)

1 1
Reference range for continuous
operation setting

O | | | | |
0 1 2 3

Carrying load mass (kg)

& Caution

Acceleration/deceleration settings are common to arm lengths of 250 and 350 mm.

To operate the robot at the maximum acceleration/deceleration, provide a stopping period of three seconds or more
after each acceleration/deceleration.

To operate axes 1 and 2 simultaneously at full stroke, use the reference settings for acceleration/deceleration during
continuous operation as the reference settings for maximum acceleration/deceleration. Actual
acceleration/deceleration during continuous operation should be one-third the appropriate reference setting for
continuous operation.

Start from the appropriate reference setting for acceleration/deceleration during continuous operation, and then
gradually raise the value for the purpose of adjustment.

If an overload error occurs, lower the acceleration/deceleration setting as appropriate or provide an appropriate
stopping time following each acceleration/deceleration.

Depending on the position of the vertical axis, the robot may generate vibration when axis 1, axis 2 or the rotational
axis turns. If vibration occurs, lower the acceleration/deceleration as appropriate.

To move the robot horizontally at high speed, keep the vertical axis as close as possible to the top position. If the
vertical axis is operated at the bottom position, the spline shaft for the ball screw will bend and the vertical axis will be
disabled.

Keep the permissible moment of inertia of axis 4 to 0.015 kg~m2 or less.

The carrying load indicates a load above the rotational center of axis 4.

Operate the robot by using an appropriate acceleration/deceleration coefficient as determined by the mass of the tip.
Failure to do so may cause the drive part to wear prematurely or may result in damage or vibration.
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(2) CP operation (Set using the SEL language commands ACC and DCL.)

Arm length 250 Arm length 350
Reference acceleration/deceleration Reference acceleration/deceleration
settings for CP operation settings for CP operation
<} Q
c | | | | | c
9 | | | | | C_)
© L e e ek B e © |
(0] 1 | 1 1 1 [} |
© | I | | | © I
O I I I e e O |
£ A R S | Treonamsies |
E 08 il e e e e E 08 ———lm——F -+ - === === =
__g | | | | | g | | | I I
© RN g;ferenc/e/ range/ro/f o © W%
k) maximum setting o | | |
[0} A2\ AN AN N AN (0] 1 l | Reference range for
Q I | | i I (&) | | continuous operation setting
o 04 |--F--T>x3-----r-- 3] 0.4
< b T < L
1 Reference rangefor || ' __—_~+——+ | ______t__r_ 11 T ———
continuous operation setting []Line of relerence{igrr\‘gﬁ‘g t},".{iiﬁﬂgﬁ.’:fg,"e“é&iﬁgm'
0 : ; : vertical axis 0 vertical axis
0 1 2 3 0 1 2 3
Carrying load mass (kg) Carrying load mass (kg)
& Caution
® To operate the robot at the maximum acceleration/deceleration, provide a stopping period of three
seconds or more after each acceleration/deceleration.
® Start from the appropriate reference setting for acceleration/deceleration during continuous operation, and
then gradually raise the value for the purpose of adjustment.
® If an overload error occurs, lower the acceleration/deceleration setting as appropriate or provide an
appropriate stopping time following each acceleration/deceleration.
® Depending on the position of the vertical axis, the robot may generate vibration when axis 1, axis 2 or the
rotational axis turns. If vibration occurs, lower the acceleration/deceleration as appropriate.
® To move the robot horizontally at high speed, keep the vertical axis as close as possible to the top
position. If the vertical axis is operated at the bottom position, the spline shaft for the ball screw will bend
and the vertical axis will be disabled.
® Keep the permissible moment of inertia of axis 4 to 0.015 kg-m2 or less.
® The carrying load indicates a load above the rotational center of axis 4.
® Operate the robot by using an appropriate acceleration/deceleration coefficient as determined by the mass
of the tip. Failure to do so may cause the drive part to wear prematurely or may result in damage or
vibration.
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5.2 Tools

The tool mounting part must have sufficient strength and rigidity, along with adequate fastening power to prevent
positional shift.

It is recommended that a tool be installed over a split ring, span ring or other appropriate part. A sample
configuration of tool installation is given below.

If the tool diameter exceeds 80 mm, the tool will interfere with the robot within the robot’s operation area. If the
tool diameter exceeds 80 mm or the tool interferes with peripheral equipment, decrease the soft limit to reduce
the operation area.

Keep the inertial moment of the tool and work at 0.015 kg-m? or less.

Use the D-cut surface at the tip of axis 4 (rotational axis) to adjust the position (direction) of axis 4. To set the
rotating direction using the D-cut surface and setscrews, be sure to use setscrews with resin or brass pad or set
pieces made of soft material.

(Avoid attachment of the tool at the D-cut surface via thread fastening. Doing so may damage the D-cut
positioning surface.)

Center of axis 1
rotational axis

|
I I 1 Tool

' T I —
[ 1/

' @_ﬂ_ Span ring, etc.
L
' ' Pressure flange

I

/I Warning /I\ Caution

@ Turn off the power to the controller and robot before installing a tool.

® |[f the tool mounting part does not have sufficient strength, it may break while the robot is operating and
cause the tool to detach and fly off.

@ |[f the tool diameter exceeds 80 mm, the tool will interfere with the robot within the robot’s operation area.
Decrease the soft limit to reduce the operation area.

® Avoid attachment of the tool at the D-cut surface via thread fastening. Doing so may damage the D-cut
positioning surface.
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5.3 Carrying Load

Load capacity
Rated load capacity: 1 kg
Maximum load capacity: 3 kg

Load’s permissible moment of inertia
0.015 kg-m? (both rated and maximum)

Load offset (from the center of axis 4 (rotational axis))
40 mm or less

Center of axis 4 (rotational axis)

40 mm or less

/N Caution

@ Set appropriate acceleration/deceleration according to the mass of the tip and moment of inertia. Failure
to do so may cause the drive part to wear prematurely or may result in damage or vibration.

® |f vibration occurs, lower the acceleration/deceleration as appropriate.

@ If the load gets offset, the robot becomes more likely to cause vibration. Design the tools so that the load’s
center of gravity aligns with the center of axis 4.

@ Do not move the robot horizontally with axis 3 (vertical axis) extended. It may cause the vertical axis to
bend and disable the axis. To move the robot horizontally with axis 3 extended, adjust the speed and
acceleration/deceleration as appropriate.
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5.4 User Wiring and Piping

The robot comes with standard cables and tubes that the user can use in a desired wiring/piping configuration.

M cable ‘
Brake power cable = = Air tubes
Quick joint ¢ 4 Quick joint ¢ 4 \ (0.4 x3 pes.)
(red) (white) . ! U cable
BK SW T-slot for peripheral outside robot

ALM (indicator) installation (M3, M4)

PG cable
outside robot

Brake-release switch

User connector

Quick joint ¢ 4
(black)

Spacer for user part installation BK power cable (outside robot)

Panel Rear Panel

User connector specifications

Rated voltage 3.0V

Permissible current 11A

Conductor size and number of wires AWG 26 (0.15 mm?®), 15 wires

Other Twisted-pair cable (1 to 14), shielded

Piping specifications
Normal service pressure 0.8 MPa
Dimensions (outer diameter x inner
diameter) and number of tubes
Working medium Air

d4 mm x ¢ 2.5 mm, 3 pieces

ALM (indicator) specifications

Rated voltage 24 VDC
Rated current 12 mA
Illumination color Red LED

Spacer for user part installation
Shape of Y-terminal o7

o

M4, depth 5

|
—t

i

' l\ 30 N or less

Er
H—

Lo
Cg/ 412 2Nmorless
7T

External force applied to the spacers must not exceed
30 N in the axial direction or 2 N-m in the rotating
direction (for each spacer).

10
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The robot comes with a 15-pin plug for the D-sub connector for user wiring.
Solder a user-supplied cable to the D-sub connector (plug), attach the supplied hood, and then connect to the
user connector (socket). Use a shielded cable with an outer diameter of ¢ 11 or less.

To turn on the ALM (indicator), the user must configure a dedicated circuit that uses the controller /O output
signal, etc.

User connector pins and corresponding Y-terminals

Inside unit Cable
Arm 2 side /_\ /_\ Controller side
Connection No. e e Y-terminal designation | \\ire color | Connection
1 i’ : . ‘E i’ : = ‘E U1 Orange 1 red
2 = Lt u2 Orange 1 black
3 i : s i i : o i us Light gray 1 red
4 R ot U4 Light gray 1 black
- 5 bt o us White 1 red
£ 6 R us White 1 black
2 D-sub, 7 i = i i = i u7 Yellow 1 red
é 15-pin 8 i Lt i i ! i us Yellow 1 black
S 9 i L i i [ } i U9 Pink1red |y terminal
® 10 L Lt u10 Pink 1 black
= 11 : ; - : : ; = : U111 Orange 2 red
12 o — u12 Orange 2 black
13 i = i i = i u13 Light gray 2 red
14 it — u14 Light gray 2 black
15 AP T u15 White 2 red
Indicator o T L'+ [|ED+24V | White 2 black
ALM (LED) ;/,CD : : : .| LED G24V | Yellow 2 red
To D-sub connector frame —(i) | I‘ (Jﬁ% FG Green
To base
& Warning
® Before commencing wiring/piping work, turn off the power to the controller and the power/air supplies to
the robot. Failure to do so may cause the robot to malfunction.
® Use cables and tubes within their specifications. Failure to do so may result in fire or short circuit due to an
overheated cable, or may cause air leaks.
@ Connect the shielded cable to the hood. Otherwise, the robot may malfunction due to noise.
® Secure the supplied D-sub connector using the screws on the hood.
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6 Inspection/Maintenance

6.1 Inspection/Maintenance

Your horizontal articulated robot must be inspected daily and on a regular basis to ensure safe, efficient
operation. Perform the necessary inspections after confirming the maintenance/inspection items required for
your |Al robot, as defined in this section.

Do not inspect, adjust or repair the robot or controller, replace any of the robot/controller parts, or perform any
other operation in a manner not specified in this operation manual. In particular, do not disassemble the robot or
controller or cut any robot/controller cable in the installation location because it will necessitate adjustments
using factory machines.

Disassembly of servo motor
Disassembly of reduction gear unit
Disassembly of ball-screw spline
Disassembly of bearing

Disassembly of harmonic speed reducer
Disassembly of brake

Cutting of cable

IAI may not be able to repair any malfunction or failure occurring as a result of or in connection with the
performance of any of the operations listed above.

Periodic inspection covers items that must be performed with or without the controller power turned on. In either
case, take proper measures so that operators other than the person carrying out the inspection will not be able
to accidentally operate the power switch.

/N Warning

® Performing inspection or maintenance without fully understanding the details of work may result in a
serious accident.

® If inspections are neglected, the drive part may wear prematurely or the robot may malfunction
unexpectedly.
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Check the following items daily before and after operating the robot.
Observe the precautions for work near the robot and for inspection/maintenance/adjustment operations when

carrying out each check.

Check location

Description

Safety cage

Correct the deformation or positional shift of the cage.
Confirm that the interlock mechanism is operating properly.

Robot

Check the robot mounting bolts for looseness.

Check the exterior for abnormality, loose covers, flaws, dents, etc.
(If the robot has flaws or other abnormalities, please contact IAl.)
Check for abnormal move, vibration or noise.

Cables

Check the cables for flaws.
Check the cable mounting parts for looseness.

Emergency-stop switch

o Confirm that the emergency-stop switch functions properly.

Six-Month Inspection

Check the following items on the robot every six months.
Observe the precautions for work near the robot and for inspection/maintenance/adjustment operations when

carrying out each check.

Check location

Description

Robot

Check the arm mounting sections for looseness.
(If any of the arm mounting sections is loose, tighten the fastening parts securely.)

Ball-screw spline

¢ Check the ball screw and ball spline for looseness.
* Add grease after removing old grease with a waste cloth, etc.
(Standard specification: Multemp LRL No. 3 by Kyodo Yushi or equivalent)

Connectors

Check the connectors for looseness.

If the robot has flaws or other abnormalities, please contact IAl.

/\ Caution

grease off.

® |n case the grease got into your eye, immediately go to see the doctor to get an appropriate care.
® After finishing the grease supply work, wash your hands carefully with water and soap to rinse the

27
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Yearly Inspection

Check the following items on the robot every year.
Observe the precautions for work near the robot and for inspection/maintenance/adjustment operations when
carrying out each check.

Check location Description
Joint bearing for Check arms 1 and 2 for looseness in the rotating direction and axial direction.
harmonic reduction gear | (Contact IAl should you find any abnormality.)
Ball-screw spline Check the vertical axis for looseness. (Contact Al if an abnormality is found.)
/N Warning

® Performing inspection or maintenance without fully understanding the details of work may result in a
serious accident.

® |[f inspections are neglected, the drive part may wear prematurely or the robot may malfunction
unexpectedly.

® Display a “Work in Progress” sign so that other operators will not operate the controller, operation panel,
etc.

6.2 Battery Replacement
6.2.1 Preparation
The following items are required when replacing the batteries:

e Hexwrench (2.5 mm)
o New dedicated batteries for IX (4 pieces) Model: AB-3

Before replacing the batteries, turn off the power to the controller, control panel and other relevant units.

/N Warning | | /i\ Caution

® Performing inspection or maintenance without fully understanding the details of work may result in a
serious accident.

® Display a “Work in Progress” sign so that other operators will not operate the controller, operation panel,
etc.

® Use dedicated batteries for IX. Batteries for the old model (IH) cannot be used.
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6.2.2 Battery Replacement Procedure

1.  Remove the six low-head cap screws (1) and remove the rear panel (base).
2.  Remove the batteries from the battery holder.
3

Remove the batteries from the extension cables from the battery connectors, and connect new batteries.

number of batteries).

absolute reset will become necessary.

may not be completed within the specified time.

¢ After removing the old batteries, quickly connect new batteries (roughly within 5 minutes x
¢ If new batteries are not connected for a longer period, the rotation data will be lost and an

¢ Replace batteries one axis at a time. If the batteries for all axes are replaced at once, the work

4. Install the batteries into the battery holder.

Battery connector 1

(for axis 1) g T

Battery connector 3 ;
for axis 3 i

r . Battery I
[— (for axis 3) \\
N

| \
nl N

= -

l[ﬂ i P ro— I J} | (1)6-M4x8
T T . ‘ ' (low-head cap screw)
[ T——J ! /
| ‘ . -j- Rear panel
(base)

| = -Hf=

—

5. Affix the rear panel (base) using the six low-head cap screws (1).

Battery connector 2

(for axis 2)

- S
\‘ - i
Battery (for axis 1 }” ] T T 3 Battery (for axis 2

A

., Battery connector 4
+ (for axis 4)

4
/Battem (for axis 4)
!

4
;

s

& Caution

® When installing the rear panel (base), be careful not to pinch the cables inside.
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6.3 Absolute Reset Procedure

This actuator has been shipped with its home adjusted fully.

The IX-NNN-2515/3515 adopts an absolute encoder, which means that the home will be set upon an absolute
reset.

Absolute data stored in the encoder is backed up with a battery. Therefore, as long as an absolute reset is
performed once, the actuator will not require an absolute reset the next time its power is turned on.

However, absolute data in the encoder may be lost under certain situations such as when the motor has been
replaced or encoder battery voltage has dropped. If the absolute data has been lost, you must perform an
absolute reset.

6.3.1 Absolute Reset Procedure

1. Preparing the absolute reset jig
A jig like the one specified below is needed to perform an absolute reset.

o Absolute reset adjustment jig (type: JG-2)

An absolute reset adjustment jig is always required when performing an absolute reset of the rotational axis or
vertical axis. However, the jig is not always necessary when performing an absolute reset of arm 1 (Axis 1) or
arm 2 (Axis 2).

(Rotation data can be reset as long as a positioning accuracy of “center of positioning mark label +1 graduation”
is ensured.)

Plate

— .

Absolute reset adjustment jig (type: JG-2)
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2. Connect the cables for the robot, controller and PC, so the robot can be operated from the PC.
Before commencing the work, always confirm that the emergency-stop switch is functioning properly.
3. Back up the parameters.
Be sure to back up the parameters before performing an absolute reset.
4. Start the absolute reset menu.
5. Perform an absolute reset.
6. Perform a software reset.

/N Warning

® Performing inspection or maintenance without fully understanding the details of work may result in a
serious accident.

@ Display a “Work in Progress” sign so that other operators will not operate the controller, operation panel,
etc.

® Perform an absolute reset after backing up the parameters.
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6.3.2 Starting the Absolute Reset Menu

1.

st] | 8 S | [EPC et Sl

2.

Birt] | 8 P DR [FC imtoce Softmor..| B]0scimet] -Miosch W]

Open the Abs Encoder Reset window from the PC software.

]|

The Abs Encoder Reset window opens.

[satary val specizien i mose)

ol

B B [t e s | ST LR O i

¢ One of three absolute reset screens —for arm 1, arm 2 and rotational axis + vertical axis— is displayed

when a corresponding tab is clicked.
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6.3.3 Absolute Reset Procedure for Arm 1 or 2

1. Click the “Encoder Rotation Data Reset1” button.

Jatery Vel Specified|MAND Hode) s

o
>
(]

T
@
(2]
=4
o
=}
—
=
)
=]
~-*
D
>
Q
=}
(2]
@
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4.

5.
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3.

Click the “Servo ON” button.

[Sazecy Vel Specitied|BAN Mode) d

T onk o comi Dawd Race : gROO[DRRl

T o e ] [ =1 Fr
Jog the arm to near the reference position (see reference position drawing in step (7), and click the “Jog
end” button.

@] 8] [ v speacea i woar 2]

—
T T i e T N - £ Fe)
Click the “Servo-OFF” button.
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Press the emergency-stop switch.

When performing an absolute reset of arm 1, set the adjustment jig (pin) on arm 1 to secure the arm in its

reference position. You can move arm 2 when securing arm 1. When performing an absolute reset of arm 2,
set the adjustment jig (pin) on arm 2 to secure the arm in its reference position. You can move arm 1 when
securing arm 2.

Set the jig after confirming that the emergency-stop switch is pressed.

Set the jig after adjusting the arm to the reference position, using the positioning mark label as a guide.
Arm 1 has a cover (not arm 2), which is fixed with setscrews. Remove the setscrews and detach the
cover before setting the jig.

It is recommended that an adjustment jig be used to perform an absolute reset. With arm 1 or 2,
however, rotation data can be reset as long as a positioning accuracy of “center of positioning mark label
+1 graduation” is ensured.

o=t} SRVt saet
k 4 e, |

| T -
% L o 0 HS

Arm 1

Positioning
mark label
forarm 1 |

Insertion depth: Approx. 60 mm

Arm 2 ' '
lllustration of
reference positions

(Note) When performing an absolute reset of arm 1 of the IX-NNN2515,
bend arm 2 slightly as you set the adjustment jig (pin).

/N Warning

® Always press the emergency-stop switch before setting an adjustment jig. Failure to do so may cause the

robot to malfunction and result in a serious accident.
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8. Click the “OK” button.

9. Click the “Encoder Rotation Data Reset2” button.

[Satery Vel Specified{HANU Hose| d
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10. Remove the adjustment jig.
o If you are working on arm 1, install the cover and secure it with the setscrews (not required for arm 2).

11. Release the emergency-stop switch.

12. Click the “OK” button.

e An arrow is shown next to the “Home pos. automatic update” button. Do not set this item. (In particular, be
sure this item is not set when performing an absolute reset without using a jig).

¢ If the home position is updated automatically when a reset is performed without using an adjustment jig, the
home position will become offset.

¢ If you have allowed the home preset value to be updated automatically by mistake, do not write the updated
data to the flash ROM. Instead, perform a software reset. (After the software reset, the data will return to the
original condition before the home preset value was automatically updated.)

e Always click the “OK” button after removing the jig and releasing the emergency-stop switch.

clir Paamlm Sywbol  Cofrisles Hhordon  Conbolen Lol Wk Hely

gl;ligfgam ¥ | 6| || ||| m|

[satery vel speciesedmaim modr) =l

“Home pos. automatic update®
Tlease do *Write Flash Rem' -3 'Software reaet®

Az (Are) | houg (aze) | Bor. Axis (Re) +Vert. axis (22} |

Encoder Fotation Data Resetl

Resst Controller Error

Secvo oN

Jog -+ Basic Position(Eye Hack}

Errva-OFF

Emergency stup -> Fositioniog pin insection
(Bhen positioning pin in used)
Encoder Rolation Data Besell

= ewe pos. sutomatic update(Daly newly nut]l Cancel

b pin -3 atop release ﬁ
(When positioning pin is used) ‘

| [Peee s comy [Baua Rate : Se00[bps)
Mstat| | & > B [ SPC Inmerface Softwar... | BIBSHOTS -Mescll Woad |20 W 1ozam

13. Click “X” in the top right-hand corner to exit the absolute reset window.
e Once the absolute reset is complete, be sure to reset the software.
Click Control (C) from the menu bar and then select Software Reset (R) to perform a software reset.
(Refer t0 6.3.5.)

/N Warning

® Be careful not to perform a reset using an incorrect sequence, since it may cause the arm position to
become offset.

® Update the home preset value only if any of the mechanical settings has been changed, such as after an
arm has been replaced. (Changes relating to joints only
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6.3.4 Absolute Reset Procedure for the Rotational Axis + Vertical Axis

1. Click “Encoder Rotation Data Reset1” button.

Sagecy Vel Fgecified|AEU Hose)

st | & > @5~ |[SEPC iniedce Scttmar,., | B0 SHOTS Moo W |

|3atery Vel Specified (NN Mode)

2. Click the “Reset Controller Error” button.
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Click the “Servo ON” button.

U lrer i oy [baud ave : SeoOfepsl
Click the “Temp. Standard posture standby” button.
e The vertical axis returns to its home position. Exercise caution so as not to be injured by the axis during
movement.

Jog the rotational axis to the reference position (see reference position drawing in step 8), and click the “Jog
end” button.

39
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6. Click the “Servo-OFF” button.

Bvee Ui Lt Wk i

B i v et pes)

At o) | A (120 Bt A (b et w261 |

Encoder Paserd ke, e)

_ Rewm pou. matommcis updace | tndiapamsabititr) ()|

W] (8 3 B | [T ticn s BSOS it | |
7. Press the emergency-stop switch.
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8. Affix the rotational axis at the reference position by setting the plate and pin of the adjustment jig as
illustrated below.
Set the jig after confirming that the emergency-stop switch is pressed.
1) Confirm that the rotational axis is roughly in the reference position. (The positioning marks for rotational
axis should align. The D-cut surface should be on the right side when viewed from the front.)
2) Set a plate jig on the rotational axis by causing its side labeled “UPPER (ARM SIDE)” to face up.
3) Insert a pin jig from the bottom to set the rotating direction of arm 2.
4) Turn the rotational axis until the plate jig contacts the pin lightly.

H

Reference
position drawing

Adjust so that a
clearance of approx.
4 mm is provided
between the
stopper’s top face
and the bottom face
of arm 2.

Positioning mark
label for rotational
axis

Cause the jig to lightly
contact the pin.

EE

D-cut surface

(Down view)

/N Warning

® Always press the emergency-stop switch before setting an adjustment jig. Failure to do so may cause the
robot to malfunction and result in a serious accident.
® Pay attention to the orientation of the side of the plate jig that comes in contact with the D-cut surface.
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9. Click the “OK” button.
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11. Click the “Home pos. automatic update” button.

12. Remove the adjustment jig.
13. Release the emergency-stop switch.

14. Click the “OK” button.

Sarety Vel Specified|RANU Mode) b
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15. Click the “Servo ON” button.

[saery Vel Specified(HAND Hade] |

16. Click the “Standard posture standby” button.
e The vertical axis returns to its home position. Exercise caution so as not to be injured by the axis during
movement.

[saery Vel Specified(HAND Hade] |
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18. Click the “Encoder Rotation Data Reset3” button.

19. Click the “Home pos. automatic update” button, and then click “X” in the top right-hand corner to exit the
absolute reset window.
e Once the absolute reset is complete, be sure to write the flash ROM and reset the controller.

sacevy Veb specizicadimAly Bode) il
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20. If you have performed an absolute reset of both the rotational axis and vertical axis or allowed the home

preset value of arm 1 or arm 2 to be updated automatically by mistake, closing the absolute reset window

will open the following dialog box. Click No on this dialog box.

* Click Yes only if any of the mechanical fastenings has been released, such as when any arm or belt has
been replaced.

* Click No if you have only replaced a cable or cables.

* After you have completed all of the above steps, be sure to perform a “software reset.”

P% Inbestocn Softmarn for -5
Ee £ Mew Pogem Pooton Pasmeter Symbol Coognelen Montor Conober fool Window Help

s S e e T T

[2atery VoL Specitscsimun Mode)

|

Vrize Flash RONP
| Frogeas
" Symbol
~ Fosicion data, coordinace system definicion data
F Faramecer

5] | @ B @ " [EPCImetace Soltwar_. | $1]6¢SHOTS Moot Wesd |

21. Perform a software reset.
Click Control (C) from the menu bar and then select Software Reset (R) to perform a software reset.
(Refer t0 6.3.5.)
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6.3.5 Resetting the Controller

1. Select “Software Reset” from the Controller menu on the tool bar.

JUFRLE F D wRIR A BBRRAC e
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2. Click Yes on both of the dialog boxes that will open. This will execute a reset and restart the controller.
*  When another dialog box opens with the message, “The application found data not yet written to the
flash ROM. Do you want to delete these data?,” select Yes.
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7 Specifications

7.1 Specification Table

IX-NNN-2515 (Arm Length 250, Standard Specification)

Item Specifications
Type IX-NNN2515-00L-T1
Degree of freedom Four degrees of freedom
Overall arm length 250
Arm 1 length mm 125
Arm 2 length 125
Drive method | Axis 1 (arm 1) AC servo motor + Speed reducer
Axis 2 (arm 2) AC servo motor + Speed reducer
Axis 3 (vertical axis) AC servo motor with brake + Belt + Ball-screw spline
Axis 4 (rotational axis) AC servo motor + Belt + Reduction gear + Spline
Motor capacity |Axis 1 (arm 1) 200
Axis 2 (arm 2) " 100
Axis 3 (vertical axis) 100
Axis 4 (rotational axis) 50
Movement Axis 1 (arm 1) +120
range Axis 2 (arm 2) degree 130
Axis 3 (vertical axis) (*1) mm 150
Axis 4 (rotational axis) degree +360
Maximum Axis 1 + Axis 2 (maximum
operating composite speed) mm/sec 3142
speed (*2) Axis 3 (vertical axis) 1106
Axis 4 (rotational axis) degree/sec 1600
Positioning Axis 1 + Axis 2 +0.010
repe_at_ability Axis 3 (vertical axis) mm +0.010
precision (*3) - - -
Axis 4 (rotational axis) degree +0.005
Standard cycle time (*4) sec 0.46/2 kg
Load capacity |Rated 1
Maximum kg 3
Push-in thrust | Dynamic (*5) 90.9 (9.3)
Crtont axis) | Static (6) N (koD 65.3 (6.7)
E)fe;;jm(;is;t;igdr ?g;mls&ble moment of inertia kg~m2 0015
Permissible torque (kg’;\lf.-?m) 1.9 (19.5)
Permissible tool diameter (*8) mm 80
Origin detection Absolute
U . D-sub 15-pin connector with 15-core AWG26 shielded cable
ser wiring
(socket)

Alarm indicator (*9)

One small, red LED indicator (rated voltage: 24 V)

User piping

Three air tubes (outer diameter: ¢ 4, inner diameter: ¢ 2.5)
(normal service pressure: 0.8 MPa)

49
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ltem Specifications

Operating Surrounding air temperature/humidity Temperature: 0 to 40°C, humidity: 20 to 85%RH or

environment less (non-condensing)
Altitude m 1,000 or less

Noise dB 71

Robot weight kg 171

Brake power source for main unit W 24V DC +10% 20W

Controller | Power supply 230V 50/60Hz 5A
ﬁﬂgx:ﬁl)ensupply voltage % +10
Overvoltage category (IEC60664-1) Category Il
Pollution degree (IEC60664-1) Pollution degree 3

*1

*2
*3
*4

*5
*6

*7

*8

*9

To move the robot horizontally at high speed, perform teaching so that the vertical axis stays as close to the
top position as possible. (Fig. 1)

To operate the robot with its vertical axis at the bottom position, the speed and acceleration must be
reduced as appropriate. (Fig. 2)

Assuming PTP instruction operation.

Measured at a constant surrounding air temperature of 20°C.

Measured when the robot is operated at the maximum speed, carrying a load of 2 kg.

This cycle time assumes a reciprocating operation involving a vertical travel of 25 mm and horizontal travel
of 300 mm. (Rough positioning)

i : 300 mm

Note: Continuous operation at the L l 25 mm

maximum speed is not feasible.

A force of up to three times the dynamic push-in thrust may be applied at any given moment.

“Static” thrust means a thrust generated within the range of operation effected by a PAPR command (push-
motion approach distance, speed setting).

The permissible moment of inertia converted to a value at the rotational center of axis 4. The offset from the
rotational center of axis 4 to the tool’ s centenof gravity is assumed to be 40 mm or less. (Fig. 3)

If the tool’ s center of gravity is fither away from the rotational center of axis 4, the speed and acceleration
must be reduced as appropriate.

If the tool exceeds the permissible diameter, it will contact the robot inside the robot’ s range of movement.
(Fig. 4)

To enable the alarm LED indicator, the user must provide a circuit that supplies 24 VDC to the LED terminal
in the user connector in response to the controller I/O output signal, etc.

Bottom H——

Center of
rotational axis

>, Center of
rotational axis

4 f s
position L 722475 Tool i .
WA [ L R )
i
Tool R "Tool' s center $80
40 | of gravity
(Fig. 1) (Fig. 2) (Fig. 3) (Fig. 4)

Reference design standards: Annex | to Machine Directives, EN292-1, EN292-2, EN1050, EN60204-1, EN775
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IX-NNN-3515 (Arm Length 350, Standard Specification)

Item Specifications
Type IX-NNN3515-00L-T1
Degree of freedom Four degrees of freedom
Overall arm length 350
Arm 1 length mm 225
Arm 2 length 125
Drive method | Axis 1 (arm 1) AC servo motor + Speed reducer
Axis 2 (arm 2) AC servo motor + Speed reducer
Axis 3 (vertical axis) AC servo motor with brake + Belt + Ball-screw spline
Axis 4 (rotational axis) AC servo motor + Belt + Reduction gear + Spline
Motor capacity | Axis 1 (arm 1) 200
Axis 2 (arm 2) W 100
Axis 3 (vertical axis) 100
Axis 4 (rotational axis) 50
Movement Axis 1 (arm 1) +120
range Axis 2 (arm 2) degree +135
Axis 3 (vertical axis) (*1) mm 150
Axis 4 (rotational axis) degree +360
Maximum Axis 1 + Axis 2 (maximum
operating composite speed) mm/sec 3979
speed (*2) Axis 3 (vertical axis) 1106
Axis 4 (rotational axis) degree/sec 1600
Positioning Axis 1 + Axis 2 +0.010
;?zggtiiﬁ"('%) Axis 3 (vertical axis) mm +0.010
Axis 4 (rotational axis) degree +0.005
Standard cycle time (*4) sec 0.53/2 kg
Load capacity |Rated 1
Maximum kg 3
Push-in thrust | Dynamic (*5) 90.9 (9.3)
of axis 3 - N (kgf)
(vertical axis) Static (*6) 65.3 (6.7)
llz;rdmcl)snsg; A ?(;;mlssmle moment of inertia kg~m2 0.015
Permissible torque (kg’;f’-?m) 1.9 (19.5)
Permissible tool diameter (*8) mm 80
Origin detection Absolute

User wiring

D-sub 15-pin connector with 15-core AWG26 shielded cable

(socket)

Alarm indicator (*9)

One small, red LED indicator (rated voltage: 24 V)

User piping

Three air tubes (outer diameter: ¢ 4, inner diameter: ¢ 2.5)
(normal service pressure: 0.8 MPa)
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ltem Specifications
Operating . : .- Temperature: 0 to 40°C, humidity: 20 to 85%RH or
environment Surrounding air temperature/humidity less (non-condensing)
Altitude m 1,000 or less
Noise dB 71
Robot weight kg 18.2
Brake power source for main unit W 24V DC +10% 20W
Controller | Power supply 230V 50/60Hz 5A
Allowable supply voltage o
fluctuation & +10
Overvoltage category (IEC60664-1) Category lll
Pollution degree (IEC60664-1) Pollution degree 3
*1 To move the robot horizontally at high speed, perform teaching so that the vertical axis stays as close to the

*2
*3
*4

*5
*6

*7

*8

*9

top position as possible. (Fig. 1)

To operate the robot with its vertical axis at the bottom position, the speed and acceleration must be
reduced as appropriate. (Fig. 2)

Assuming PTP instruction operation.

Measured at a constant surrounding air temperature of 20°C.

Measured when the robot is operated at the maximum speed, carrying a load of 2 kg.

This cycle time assumes a reciprocating operation involving a vertical travel of 25 mm and horizontal travel
of 300 mm. (Rough positioning)

_ i i 300 mm
Note: Continuous operation at the L l25 mm

maximum speed is not feasible.

A force of up to three times the dynamic push-in thrust may be applied at any given moment.

“Static” thrust means a thrust generated within the range of operation effected by a PAPR command (push-
motion approach distance, speed setting).

The permissible moment of inertia converted to a value at the rotational center of axis 4. The offset from the
rotational center of axis 4 to the tool’ s centenf gravity is assumed to be 40 mm or less. (Fig. 3)

If the tool’ s center of gravity is fither away from the rotational center of axis 4, the speed and acceleration
must be reduced as appropriate.

If the tool exceeds the permissible diameter, it will contact the robot inside the robot’ s range of movement.
(Fig. 4)

To enable the alarm LED indicator, the user must provide a circuit that supplies 24 VDC to the LED terminal
in the user connector in response to the controller I/O output signal, etc.

Y Center of
rotational axis

Center of
rotational axis

Bottom

d Haboocies
position “dlzieey Tool leezaeis
rectaod
Tool 2 Tool s center 30
40 | »_of gravity
(Fig. 1) (Fig. 2) (Fig. 3) (Fig. 4)

Reference design standards: Annex | to Machine Directives, EN292-1, EN292-2, EN1050, EN60204-1, EN775
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7.2 External Dimensions

IX — NNN - 2515 (Arm Length 250, Standard Specification)
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IX — NNN - 3515 (Arm Length 350, Standard Specification)

54
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External force applied to the spacers must not
exceed 30 N in the axial direction or 2 N-m in the
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7.3 Robot Operation Area

IX — NNN - 2515 (Arm Length 250, Standard Specification)

7. Specifications

Area of prohibited entry

Area of prohibited entry

| Mechanical stopper position |

| Movement range |

IX — NNN - 3515 (Arm Length 350, Standard Specification)

Area of prohibited entry

Area of prohibited entry

| Mechanical stopper position |

| Movement range |
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7.4 Wiring Diagram

<

193008

Z Wie episu|

«EY¥6901 "'ON OMA

suonesy1oadg -/

aseq apisu|

L-6SL2LL
19008

_ | ,
J8|jou0)

| (0g€/062 :yibuaT wiy) wesbelq buidid/Buip |

(o]
Yo



INRRTELLIGERNT
ACTUATOR

D4
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7. Specifications .

15X

Machine Harness Wiring Table

(1) PG cables (inside robot)

INRTELLIGERT
SRS TUIATOR

DWG No. 1069443*

Base end Arm end
Tube . Pin . Pin| o; Tube
symbol Connector Signal No. Connection No. Signal Connector symbol IDNo.| Cable
Mini Universal I Double-brazed
MATE-N-LOK | BAT+ |1 1 | BAT* | crimp socket Red
plug housing BAT- | 2 2 | BAT- | DF11-8DS-2C White
8 172169-1 (by SD |3 3| SD | (byHirose Red
o TyCO ] -SD 4 4 -SD EleCtl’IC) 8 White
5 ’E:\?Ic;’t)ronlcs Vee |5 5| Vcc a Red
[e) GND | 6 6 | GND White
Shield| 7 7 | Shield Green
8 8
9 9
BAT+ | 1 1 | BAT+ Red
BAT- | 2 2 | BAT- White
™ SD |3 3| SD Red
g -SD |4 4 | -SD o | White AWG22
I:—) Same as above | _VYCC |5 5 | VeC | same as above 8 Red | (0.3 mm?
GND | 6 6 | GND White shielded
© Shield| 7 7 | Shield Green| cable
8 8
9 9
BAT+ | 1 1 | BAT+ Red
BAT- | 2 2 | BAT- White
< SD |3 3| SD Red
Q -SD |4 4| -sD <« | White
5 Same as above | VYCC |5 5 | Vee | same as above 8 Red
GND | 6 6 | GND White
© Shield| 7 S S 7 | Shield Green
8 8
9 9
(2) M cables (inside robot) DWG No. 1069442*
Base end Arm end
Tube Connector  |Signal [Pin Connection Pin| signal Connector Tube |/ No.| Cable
symbol No. No. symbol )
Mini Universal u |1 1| y [MiniUniversal U 1
MATE-N-LOK plug > > MATE-N-LOK panel 5
o | housing 172167-1 \ V _ |installation socket \
M (by Tyco W |3 3 w | housing 172159-1 W 3
f (by Tyco Electronics
Electronics AMP) c.Gla 4]c.c AMP) c.G 4
u (1 1 U u 5
2
M3 Same as above \\//V 3 i \X/ Same as above \YV 3
4; 2 8 Flexible
c.G C-G Cc-G cable
u |1 1 U U 9
2 2 10
M4 Same as above v v Same as above v 16 X
w |3 3| w w 1 AWG18
c-G|4 4/C-G cC-G| 12
Mini Universal BK- | 1 1| BK- |MiniUniversal BK- 13
MATE-N-LOK plug MATE-N-LOK panel
BK3 housing 172165-1 BK+ 2 2 BK+ |installation socket BK+ 14
(by Tyco housing 172157-1
Electronics AMP) (by Tyco Electronics
AMP)
BK4 | Same as above BK- |1 1] BK- Same as above BK- 15
BK+ | 2 2 | BK+ BK+ | 16
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15X

(3) UA and UB cables (outside robot)

INRTELLIGERT
SRS TUIATOR

DWG No. 1069444*

Base end Arm end
Tube : Pin ) Pin| q; Tube
symbol Connector Signal No. Connection Nol Signal Connector symbol IDNo.| Cable
Double-brazed 1 D-sub connector
relay plug DF11- | U1 |1 1] U1 |XM2D-1501 (by
10DEP-2C (by Omron)
Hirose Electric) uz |2 2| U2
U3 |3 3| U3
U4 |4 4| U4
UA us |5 5| U5
U |6 6| U6 Black
u7z |7 7| U7 _
Ug |8 8 | U8
uo |9 9| U9
AWG22
u10 |10 10| U10 (0.3 mm?)
Uit |1 11| U11 shielded
U12 2 12 u12 White cable
u13 |3 13| U13
u14 |4 14| U14
U155 15| U15
U B Same as above LED +24V| 6 L— FG g]gg)sglgt;ds terminal (round _ Green
LED G24v| 7 L* 1 | LeD +24v |Single-brazed Red
— | | crimp socket DF3-
8 2 | B0V 55 5¢ (by Hirose | LED | Black
—  |Electric)
— |9 1| BK4 |Single-brazed White
— crimp socket DF3-
10 2| COM 35.5¢ (by Hirose | BK || Black
Mini Universal MATE-| BK4 | 1 3 | BK3 [Electric) RED
N-LOK plug housi
SW 172166P1u(%y9r$i|gg COM|2
Electronics AMP) BK3 |3
parrosa FG | —
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15X

Robot Cable Wiring Table
(1) PG cables (outside robot)

INRTELLIGERT
SRS TUIATOR

DWG No. 1068764*

Robot end Controller end
Tube : Pin . Pin| a; Tube
symbol Connector Signal No. Connection No. Signal Connector symbol IDNo.| Cable
Female crimp BAT+ | 1 1| — |Housing —
connector BAT- | 2 21 — KEC-15P —
HIF3BA-10D- sD | 3 3 = (by JST) —
INPG1 2.54C (by
G Hirose Electric) -SD | 4 4] — —
INPG2 vee | 5 5| — _
INPG3
INPG4 GND | 6 6| — Contact PG
BK- | 7 7 sp | JK-SP2140 Light gray
| PG2 1 red
BK+ | 8 >Q< 8| -sD (by JST) pG3 | ohoay 4PX
FG 9 [ 9 BAT+ PG4 Orﬁgge 1 AWG26
N ol E Tt -
><>< 11| Vec | Connector hood W?e“g 1
D13A White 1
n 12| GND pnite
S 13| B | Jor ITHE- Vollow
o ><>< - 123150-C) red
® 14] BK+ | (by DDK) "B
2 15 — —
'g Hood
o
n
~
(2) M cables (outside robot) DWG No. 1068763*
Robot end Controller end
Tube : Pin ) Pin|q; Tube
symbol Connector Signal No. Connection No. Signal Connector symbol IDNo.| Cable
MiAniTlLEJn’\iIVﬁroszlil | U 1 1| C- G |Reverse plug 4
-N- panel
installation socket v 2 2 U flg'?;? 62 1
M1 |housing 172159-1 Y 3 v | FSIr-rbe M1 5
(by Tyco (by Phoenix
Electronics AMP) cC-G|4 4| W |Contact) 3
U 1 11C-G 8
vV 2 2 U 5
Same as above Same as above
M2 W 13 3l v M2 p
cC.-G|4 4 W 7 16X
u |1 11C-G 12 | AWG18
M3 | Same as above v 2 2 v Same as above | M3 9
w |3 3 V 10
C-G|4 4 W 11
U 1 11C-G 16
Vv 2 2 U 13
Same as above Same as above
M4 W |3 3 Vv M4 14
cC-G|4 4| W 15
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I x INRTELLIGERT
SRS TUIATOR

(3) UA and UB cables (outside robot) DWG No. 1068765*
Robot end Controller end
S;I;rl:]ti)%l Connector  |Signal El': Connection II?II(? Signal | Connector S;::,%% IDNo. | Cable
Double-brazed Uninsulated
crimp socket U1 [ T ' 1 | U1 }:e(;.ngl_gal (Y type) U1 Orange 1
(EE)|;/1I-1Ii_r10228-20 u2 |2 ><>< 2 | U2 Same as above | U2 ?’;}2251
Electric) us |3 ><> < 3 |us Same as above | U3 | Hongray
us |4 4 | U4 Same as above | U4 Light oray
UA Uus |5 ><>< 5 | U5 Same as above | U5 e 1
ueé 6 6 | U6 Same as above | U6 Yihite !
u7 7 ><>< 7 |U7 Same as above | U7 vellow 1
us 8 8 | U8 Same as above | U8 velow1
u |9 ><>< 9 | U9 Same as above | U9 rnk1red|  1OPX
U10 |10 10[UT0_| Sameasabove | U0 | i | AWG26
utt |1 ><>< 11| U11 | Same as above | U11 | °n%e?
ut2 |2 12| U12 | Same as above | U12 | Oenee2
u13 |3 ><>< 13| U13 | Same as above | U13 | Honoray
ui4 | 4 14|U14 | Same as above | U14 | tighorey
uis |5 15| U15 | Same as above | U15 | Whe2
UB | Same as above LED +24V | 6 ><>< 16 |LED+24v | Same as above LED +24v V‘[’)T;‘CSKZ
LEDG24V| 7 17 |LEDG24V| Same as above |LED G24v YSL‘OW 2
— |8 4><>L —| Fe Same as above FG Grzin
— 9
— o 0
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8. Warranty

8.1 Warranty Period

One of the following periods, whichever is shorter:
* 18 months after shipment from IAl

* 12 months after delivery to the specified location
* 2,500 hours of operation

8.2  Scope of Warranty

Our products are covered by warranty when all of the following conditions are met. Faulty products
covered by warranty will be replaced or repaired free of charge:

(1) The breakdown or problem in question pertains to our product as delivered by us or our authorized
dealer.

(2) The breakdown or problem in question occurred during the warranty period.

(3) The breakdown or problem in question occurred while the product was in use for an appropriate

purpose under the conditions and environment of use specified in the operation manual and catalog.

(4) The breakdown of problem in question was caused by a specification defect or problem, or by a
quality issue with our product.

Note that breakdowns due to any of the following reasons are excluded from the scope of warranty:

[11 Anything other than our product

[2] Modification or repair performed by a party other than us (unless we have approved such
modification or repair)

[3] Anything that could not be easily predicted with the level of science and technology available at
the time of shipment from our company

[4] A natural disaster, man-made disaster, incident or accident for which we are not liable

[5] Natural fading of paint or other symptoms of aging

[6] Wear, depletion or other expected result of use

[7] Operation noise, vibration or other subjective sensation not affecting function or maintenance

Note that the warranty only covers our product as delivered and that any secondary loss arising from a
breakdown of our product is excluded from the scope of warranty.

8.3  Honoring the Warranty

As a rule, the product must be brought to us for repair under warranty.

8.4  Limited Liability

(1) We shall assume no liability for any special damage, consequential loss or passive loss such as a
loss of expected profit arising from or in connection with our product.

(2) We shall not be liable for any program or control method created by the customer to operate our
product or for the result of such program or control method.

63
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8. Warranty .

I x INRTELLIGERNRT
SIS TTUIIATTOR

8.5 Conditions of Conformance with Applicable Standards/Regulations, Etc., and
Applications

(1) If our product is combined with another product or any system, device, etc., used by the customer,
the customer must first check the applicable standards, regulations and/or rules. The customer is also
responsible for confirming that such combination with our product conforms to the applicable
standards, etc. In such a case we will not be liable for the conformance of our product with the
applicable standards, etc.

(2) Our product is for general industrial use. It is not intended or designed for the applications specified
below, which require a high level of safety. Accordingly, as a rule our product cannot be used in these
applications. Contact us if you must use our product for any of these applications:

[11 Medical equipment pertaining to maintenance or management of human life or health

[2] A mechanism or mechanical equipment intended to move or transport people (such as a
vehicle, railway facility or aviation facility)

[3] Important safety parts of mechanical equipment (such as safety devices)

[4] Equipment used to handle cultural assets, art or other irreplaceable items

(3) Contact us at the earliest opportunity if our product is to be used in any condition or environment that
differs from what is specified in the catalog or operation manual.

8.6  Other Iltems Excluded from Warranty

The price of the product delivered to you does not include expenses associated with programming, the
dispatch of engineers, etc. Accordingly, a separate fee will be charged in the following cases even during
the warranty period:

[1] Guidance for installation/adjustment and witnessing of test operation

[2] Maintenance and inspection

[3] Technical guidance and education on operating/wiring methods, etc.

[4] Technical guidance and education on programming and other items related to programs
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9. EC Declaration of Conformity

This product comes with EC Declaration of Conformity as it complies with Machinery Directive if Option CE
is selected.

1A1] IAl CORPORATION

577-1 Obane, Shimizu-Ku, Shizuoka City, Shizuoka 424-0103 Japan
Phone +81-543-64-5105 Facsimile +81-543-64-5182

EC DECLARATION OF CONFORMITY

Manufacturer:
IAl CORPORATION

577-1 Obane, Shimizu-Ku, Shizuoka City, Shizuoka 424-0103 Japan
Authorized representative within the Community:

IAl Industrieroboter GmbH
Ober der Réth 4, D-65824 Schwalbach am Taunus, Germany

Hereby declares that the equipment described below
complies with the provisions of the below European Directives and the harmonized standards.

IX SCARA Robot
(IX series)
Models covered are shown at appendix 1,2,3, and 4 from the next page.

We can provide electronic data of relevant information on the partly completed machinery in
response to a reasonable request by the national authorities.

And also we request that the partly completed machinery must not be put into service until the
final machinery has been declared in conformity with the provisions of Machinery Directive.

+ Machinery Directive: 2006/42/EC
EN ISO 12100:2010, EN ISO 13849-1:2008,
EN ISO 10218-1:2011
+ EMC Directive: 2014/30/EU
EN 55011: 2009/A1:2010, EN 61000-6-2; 2005,
EN 61000-3-2: 2014, EN 61000-3-3: 2013
EN61000-3: 2004/A1: 2012
- RoHS Directive: 2011/65/EU
EN 50581: 2012
Done at Shizuoka, Japan,
On 3. J’LH. ,2019

e

President Toru Ishida

ORIGINAL

Declaration of Conformity for IX Series Ver 003 Page 1 of 5
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9. EC Declaration of Conformity .

I x INRTELLIGERT
AOCTUATOR

L 577-1 Obane, Shimizu-Ku, Shizuoka City, Shizucka 424-0103 Japan
5y Phone +81-543-64-5108 Facsimile +81-543-64-5182

1A1] IAl CORPORATION

Appendix 1

@Standard Type
Cable Controller
Series  Type length Type Option

IX- NNN1205 |- | 3L |-[] T2 |- gy
NNN1505 5L B
NNN1805 CE

IX-[ NNN2515 |- [ 5L |-[ T1 |- [ CE
NNN3515 10L T2
NNN5020
NNN5030
NNN6020
NNN6030
NNN7020
NNN7040
NNN8020
NNN8040

IX-| NNN2515H |- | 5L |- T2 |~ | JY
NNN3515H 10L CE
NNN5020H KCs
NNN5030H
NNNG020H
NNNB030H
NNN7020H
NNN7040H
NNN8020H
NNN8040H

@High Speed Type
Cable Controller

Series  Type length Type Option
.| NSNso16 | [5L | [T1 | [CE
NSNG016 10L T2
ix.| NSN5016H | [ 5L | [ 72 |_ [ J¥
NSNB016H 10L CE
KCS
Declaration of Conformity for IX Series Ver 003 Page 2 of 5
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JA1] IAl CORPORATION

577-1 Obane, Shimizu-Ku, Shizuoka City, Shizuoka 424-0103 Japan
Phone +81-543-64-5105 Facsimile +81-543-64-5182

Appendix 2

@®Water and Dust resident Type
Cable Controller
Series  Type length Type Option
IX-| NNW2515 |- | 5L -] T1 |- [ CE

NNW3515 10L T2
NNWS5020
NNWS5030
NNWE020
NNWE030
NNW7020
NNW7040
NNW2020
NNW2E040

IX-| NNW2515H |- [ 5L |-[ T2 |- [ JY
NNW3515H 10L CE
NNW5020H KCS
NNW5030H
NNW6020H
NNW6030H
NNW7020H
NNW7040H
NNWB8020H
NNW8040H

@®Wall mount Type
Cable Controller

Series Type length Type Option
x.] TNN3015 | [SL ] [T1 | [ CE
TNN3515 10L T2
X - TNN3015H | | L | [ T2 |_ [ .JY
TNN3515H 10L CE
KCS

@Wall mount / Inverse Type

Cable Controller

Series  Type length Type Option

X - UNN3015 | | SL | | T1 |_| CE
UNN3515 10L T2

IX - UNN301SH | | 5L | | T2 | _| JY

UNN3515H 10L CE

KCS

Ajwaojuo9 Jo uonesedaqg o3 ‘6
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L SR 577-1 Obane, Shimizu-Ku, Shizuoka City, Shizuoka 424-0103 Japan
Ve Phone +81-543-64-5105 Facsimile +81-543-64-5182

J1A1] IAl CORPORATION

Appendix 3

@Ceiling mount Type
Cable Controller
Series  Type length Type Option
IX- HNN5020 |- [ 5L |-[ T |- [ CE
HNNB020 10L T2
HNN7020
HNN7040
HNN8020
HNN8040

IX-| HNNS020H |- | 5L |-| T2 |- | J¥Y
HNNG020H 0L CE
HNN7020H Kcs
HNN7040H
HNN8020H
HNN8040H

@Ceiling mount / Inverse Type

Cable Controller
Series Type length Type Option
IX-[INN5020 |- [ 5L |-[ T1 |- [ CE
INNG6020 10L T2
INN7020
INN7040
INN8020
INN8040

IX-[ INNSO20H |- [ 5L |-[ T2 |- [ J¥
INN6020H 10L CE
INN7020H KCS
INN7040H
INN8020H
INN8040H

Declaration of Conformity for IX Series Ver 003

Page 4 of 5
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S SEL L 577-1 Obane, Shimizu-Ku, Shizuoka City, Shizuoka 424-0103 Japan
ada o Phone +81-543-64-5106 Facsimile +81-543-64-5182

JAI] IAl CORPORATION

Appendix 4

@Creenroom Type
Cable Controller
Series  Type length Type Option
Xl NNC1205" |~ | BL |=[ T2 |=[ J¥
NNC1505 5L B
NNC1805 CE

IX-[ NNC2515 |- | 5L |-[ T1 |- [ CE
NNC3515 10L T2

NNC5020
NNC5030
NNC6020
NNC6030
NNC7020
NNC7040
NNC8020
NNC8040

IX-[ NNC2515H |- | 5L |- T2 |- | JY
NNC3515H 10L CE
NNC5020H KCS
NNC5030H
NNC6020H
NNCB030H
NNC7020H
NNC7040H
NNC8020H
NNC8040H

@5Special Order Type

Cable Controller Special CE
Series  Type length Type Order Option
IX- NNN2522 - 3L = 1 e SP - CE
IX- NNN2522 = 3k = T - SP2 - CE
IX- NNC3515 = 5L = Ti = SP - CE
IX- NNC3515 -f0L - T - S8SP - CE
IX- NNN3515 - 5L - T2 - SP - CE
IX- NNN3515 - 10L - T2 - SP - CE
IX- NSN&6016 - 5L - T2 = SP - CE
IX- NSN6016 = 10L - T2 - P - CE
IX- HSNBE020 - 5L - T2 - SP - CE
IX- HSN6020 - 0L - T2 - SP - CE

# Every CE and KCs is set by option.

Declaration of Conformity for IX Series Ver 003 Page 5 of §
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Change History .

[ 2X

INRNTELLIGERNRNT
ACTUATOR

Change History

Revision Date

Description of Revision

April 2011

March 2012

August 2012

July 2019

Fifth edition
A page for CE Marking added

Sixth edition
Introduction, Safety Symbols and Safety Precautions are deleted
Pg.1to7 Safety Guide added

Pg. 8 Caution in Handling added

Pg. 17 Brake voltage source capacity from 20W to 30W —
changed to 20W

Pg. 26 Caution notes added telling to go to see the doctor to have

an appropriate treatment when the grease got into an eye
Pg. 49, 51 Brake voltage source capacity 20W added to specifications
Pg. 62, 63 Contents changed in 8. Warranty

Seventh edition
4.1 Installation Posture added
7C edition
Pg. 65 EC Declaration of Conformity added
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Manual No.: ME3624-7C (July 2019)

1A1

Quality and Innovation

I1A | Corporation

Head Office: 577-1 Obane Shimizu-KU Shizuoka City Shizuoka 424-0103, Japan
TEL +81-54-364-5105 FAX +81-54-364-2589
website: wwwe.iai-robot.co.jp/

Technical Support available in USA, Europe and China

1A I America, Inc.

Head Office: 2690 W. 237th Street, Torrance, CA 90505
TEL (310) 891-6015 FAX (310) 891-0815
Chicago Office: 110 East State Parkway, Schaumburg, IL 60173
TEL (847) 908-1400 FAX (847) 908-1399
Atlanta Office: 1220 Kennestone Circle, Suite 108, Marietta, GA 30066
TEL (678) 354-9470 FAX (678) 354-9471
website: www.intelligentactuator.com

IA Il Industrieroboter GmbH

Ober der Roth 4, D-65824 Schwalbach am Taunus, Germany
TEL 06196-88950 FAX 06196-889524
website: www.iai-gmbh.de

1Al (Shanghai) Co.,Ltd.

SHANGHAI JIAHUA BUSINESS CENTER A8-303, 808, Honggiao Rd. Shanghai 200030, China
TEL 021-6448-4753 FAX 021-6448-3992
website: www.iai-robot.com

IA I Robot (Thailand) Co.,Ltd.

825 PhairojKijja Tower 7th Floor, Debaratana RD., Bangna-Nuea, Bangna, Bangkok 10260, Thailand

TEL +66-2-361-4458 FAX +66-2-361-4456
website: www.iai-robot.co.th

The information contained in this document is subject to change without notice for purposes of
product improvement.

Copyright © 2019. Jul. IAl Corporation. All rights reserved.
19.07.000
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