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Please Read Before Use

Thank you for purchasing an IAl product.

This operation manual explains the handling methods, structure and maintenance of this product, among
others, providing the information you need to know to use the product safely.

Before using the product, be sure to read this manual and fully understand the contents explained herein
to ensure safe use of the product.

The DVD that comes with the product contains operation manuals for IAl products.

When using the product, refer to the necessary portions of the applicable operation manual by printing
them out or displaying them on a PC.

After reading the operation manual, keep it in a convenient place so that whoever is handling this product
can reference it quickly when necessary.

[Important]

e The product cannot be operated in any way unless expressly specified in this operation
manual. Al shall assume no responsibility for the outcome of any operation not specified
herein.

e Information contained in this operation manual is subject to change without notice for the
purpose of product improvement.

e This operation manual is original.

e If you have any question or comment regarding the content of this manual, please contact

the IAl sales office near you.

e Unauthorized use or reproduction of this operation manual, whether in whole or in part, is strictly
prohibited.
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CE Marking

If a compliance with the CE Marking is required, please follow Overseas Standards Compliance Manual
(MEO0287) that is provided separately.
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Safety Guide

“Safety Guide” has been written to use the machine safely and so prevent personal injury or property
damage beforehand. Make sure to read it before the operation of this product.

Safety Precautions for Our Products

The common safety precautions for the use of any of our robots in each operation.

Operation

No. D o Description
escription
1 Model e This product has not been planned and designed for the application where
Selection high level of safety is required, so the guarantee of the protection of
human life is impossible. Accordingly, do not use it in any of the following

applications.
1) Medical equipment used to maintain, control or otherwise affect human
life or physical health.
2) Mechanisms and machinery designed for the purpose of moving or
transporting people (For vehicle, railway facility or air navigation facility)
3) Important safety parts of machinery (Safety device, etc.)
e Do not use the product outside the specifications. Failure to do so may
considerably shorten the life of the product.
e Do not use it in any of the following environments.
1) Location where there is any inflammable gas, inflammable object or
explosive
2) Place with potential exposure to radiation
3) Location with the ambient temperature or relative humidity exceeding
the specification range
4) Location where radiant heat is added from direct sunlight or other large
heat source
5) Location where condensation occurs due to abrupt temperature
changes
6) Location where there is any corrosive gas (sulfuric acid or hydrochloric
acid)
7) Location exposed to significant amount of dust, salt or iron powder
8) Location subject to direct vibration or impact
e For an actuator used in vertical orientation, select a model which is
equipped with a brake. If selecting a model with no brake, the moving part
may drop when the power is turned OFF and may cause an accident such
as an injury or damage on the work piece.
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No.

Operation
Description

Description

Transportation

When carrying a heavy object, do the work with two or more persons or
utilize equipment such as crane.

When the work is carried out with 2 or more persons, make it clear who is
to be the leader and who to be the follower(s) and communicate well with
each other to ensure the safety of the workers.

When in transportation, consider well about the positions to hold, weight
and weight balance and pay special attention to the carried object so it
would not get hit or dropped.

Transport it using an appropriate transportation measure.

The actuators available for transportation with a crane have eyebolts
attached or there are tapped holes to attach bolts. Follow the instructions
in the instruction manual for each model.

Do not step or sit on the package.

Do not put any heavy thing that can deform the package, on it.

When using a crane capable of 1t or more of weight, have an operator
who has qualifications for crane operation and sling work.

When using a crane or equivalent equipments, make sure not to hang a
load that weighs more than the equipment’s capability limit.

Use a hook that is suitable for the load. Consider the safety factor of the
hook in such factors as shear strength.

Do not get on the load that is hung on a crane.

Do not leave a load hung up with a crane.

Do not stand under the load that is hung up with a crane.

Storage and
Preservation

The storage and preservation environment conforms to the installation
environment. However, especially give consideration to the prevention of
condensation.

Store the products with a consideration not to fall them over or drop due to
an act of God such as earthquake.

Installation
and Start

(1) Installation of Robot Main Body and Controller, etc.

Make sure to securely hold and fix the product (including the work part). A

fall, drop or abnormal motion of the product may cause a damage or injury.

Also, be equipped for a fall-over or drop due to an act of God such as

earthquake.

Do not get on or put anything on the product. Failure to do so may cause

an accidental fall, injury or damage to the product due to a drop of

anything, malfunction of the product, performance degradation, or

shortening of its life.

When using the product in any of the places specified below, provide a

sufficient shield.

1) Location where electric noise is generated

2) Location where high electrical or magnetic field is present

3) Location with the mains or power lines passing nearby

4) Location where the product may come in contact with water, oil or
chemical droplets
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4 | Installation (2) Cable Wiring
and Start e Use our company’s genuine cables for connecting between the actuator

and controller, and for the teaching tool.

e Do not scratch on the cable. Do not bend it forcibly. Do not pull it. Do not
coil it around. Do not insert it. Do not put any heavy thing on it. Failure to
do so may cause a fire, electric shock or malfunction due to leakage or
continuity error.

e Perform the wiring for the product, after turning OFF the power to the unit,
so that there is no wiring error.

e When the direct current power (+24V) is connected, take the great care of
the directions of positive and negative poles. If the connection direction is
not correct, it might cause a fire, product breakdown or malfunction.

e Connect the cable connector securely so that there is no disconnection or
looseness. Failure to do so may cause a fire, electric shock or malfunction
of the product.

e Never cut and/or reconnect the cables supplied with the product for the
purpose of extending or shortening the cable length. Failure to do so may
cause the product to malfunction or cause fire.

(3) Grounding

e The grounding operation should be performed to prevent an electric shock
or electrostatic charge, enhance the noise-resistance ability and control
the unnecessary electromagnetic radiation.

e For the ground terminal on the AC power cable of the controller and the
grounding plate in the control panel, make sure to use a twisted pair cable
with wire thickness 0.5mm? (AWG20 or equivalent) or more for grounding
work. For security grounding, it is necessary to select an appropriate wire
thickness suitable for the load. Perform wiring that satisfies the
specifications (electrical equipment technical standards).

e Perform Class D Grounding (former Class 3 Grounding with ground
resistance 100Q2 or below).
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No.

Operation
Description

Description

Installation
and Start

(4) Safety Measures

e When the work is carried out with 2 or more persons, make it clear who is
to be the leader and who to be the follower(s) and communicate well with
each other to ensure the safety of the workers.

e When the product is under operation or in the ready mode, take the safety
measures (such as the installation of safety and protection fence) so that
nobody can enter the area within the robot’s movable range. When the
robot under operation is touched, it may result in death or serious injury.

e Make sure to install the emergency stop circuit so that the unit can be
stopped immediately in an emergency during the unit operation.

e Take the safety measure not to start up the unit only with the power turning
ON. Failure to do so may start up the machine suddenly and cause an
injury or damage to the product.

e Take the safety measure not to start up the machine only with the
emergency stop cancellation or recovery after the power failure. Failure to
do so may result in an electric shock or injury due to unexpected power
input.

e When the installation or adjustment operation is to be performed, give
clear warnings such as “Under Operation; Do not turn ON the power!” etc.
Sudden power input may cause an electric shock or injury.

e Take the measure so that the work part is not dropped in power failure or
emergency stop.

e Wear protection gloves, goggle or safety shoes, as necessary, to secure
safety.

e Do not insert a finger or object in the openings in the product. Failure to do
SO may cause an injury, electric shock, damage to the product or fire.

e When releasing the brake on a vertically oriented actuator, exercise
precaution not to pinch your hand or damage the work parts with the
actuator dropped by gravity.

Teaching

e When the work is carried out with 2 or more persons, make it clear who is
to be the leader and who to be the follower(s) and communicate well with
each other to ensure the safety of the workers.

e Perform the teaching operation from outside the safety protection fence, if
possible. In the case that the operation is to be performed unavoidably
inside the safety protection fence, prepare the “Stipulations for the
Operation” and make sure that all the workers acknowledge and
understand them well.

e When the operation is to be performed inside the safety protection fence,
the worker should have an emergency stop switch at hand with him so that
the unit can be stopped any time in an emergency.

e When the operation is to be performed inside the safety protection fence,
in addition to the workers, arrange a watchman so that the machine can
be stopped any time in an emergency. Also, keep watch on the operation
so that any third person can not operate the switches carelessly.

e Place a sign “Under Operation” at the position easy to see.

e When releasing the brake on a vertically oriented actuator, exercise
precaution not to pinch your hand or damage the work parts with the
actuator dropped by gravity.

* Safety protection Fence : In the case that there is no safety protection

fence, the movable range should be indicated.
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Operation
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Trial Operation

e When the work is carried out with 2 or more persons, make it clear who is

to be the leader and who to be the follower(s) and communicate well with
each other to ensure the safety of the workers.

After the teaching or programming operation, perform the check operation
one step by one step and then shift to the automatic operation.

When the check operation is to be performed inside the safety protection
fence, perform the check operation using the previously specified work
procedure like the teaching operation.

Make sure to perform the programmed operation check at the safety
speed. Failure to do so may result in an accident due to unexpected
motion caused by a program error, etc.

Do not touch the terminal block or any of the various setting switches in
the power ON mode. Failure to do so may result in an electric shock or
malfunction.

Automatic
Operation

Check before starting the automatic operation or rebooting after operation
stop that there is nobody in the safety protection fence.

Before starting automatic operation, make sure that all peripheral
equipment is in an automatic-operation-ready state and there is no alarm
indication.

Make sure to operate automatic operation start from outside of the safety
protection fence.

In the case that there is any abnormal heating, smoke, offensive smell, or
abnormal noise in the product, immediately stop the machine and turn
OFF the power switch. Failure to do so may result in a fire or damage to
the product.

When a power failure occurs, turn OFF the power switch. Failure to do so
may cause an injury or damage to the product, due to a sudden motion of
the product in the recovery operation from the power failure.
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Operation
Description

Description

Maintenance
and Inspection

e When the work is carried out with 2 or more persons, make it clear who is
to be the leader and who to be the follower(s) and communicate well with
each other to ensure the safety of the workers.

e Perform the work out of the safety protection fence, if possible. In the case
that the operation is to be performed unavoidably inside the safety
protection fence, prepare the “Stipulations for the Operation” and make
sure that all the workers acknowledge and understand them well.

e When the work is to be performed inside the safety protection fence,
basically turn OFF the power switch.

e When the operation is to be performed inside the safety protection fence,
the worker should have an emergency stop switch at hand with him so that
the unit can be stopped any time in an emergency.

e When the operation is to be performed inside the safety protection fence,
in addition to the workers, arrange a watchman so that the machine can
be stopped any time in an emergency. Also, keep watch on the operation
so that any third person can not operate the switches carelessly.

e Place a sign “Under Operation” at the position easy to see.

e For the grease for the guide or ball screw, use appropriate grease
according to the Instruction Manual for each model.

e Do not perform the dielectric strength test. Failure to do so may result in a
damage to the product.

e When releasing the brake on a vertically oriented actuator, exercise
precaution not to pinch your hand or damage the work parts with the
actuator dropped by gravity.

e The slider or rod may get misaligned OFF the stop position if the servo is
turned OFF. Be careful not to get injured or damaged due to an
unnecessary operation.

e Pay attention not to lose the cover or untightened screws, and make sure

to put the product back to the original condition after maintenance and

inspection works.

Use in incomplete condition may cause damage to the product or an injury.

Safety protection Fence : In the case that there is no safety protection

fence, the movable range should be indicated.

*

Modification
and Dismantle

e Do not modify, disassemble, assemble or use of maintenance parts not
specified based at your own discretion.

10

Disposal

e When the product becomes no longer usable or necessary, dispose of it
properly as an industrial waste.

e When removing the actuator for disposal, pay attention to drop of
components when detaching screws.

e Do not put the product in a fire when disposing of it.
The product may burst or generate toxic gases.

11

Other

e Do not come close to the product or the harnesses if you are a person
who requires a support of medical devices such as a pacemaker. Doing so
may affect the performance of your medical device.

e See Overseas Specifications Compliance Manual to check whether
complies if necessary.

e For the handling of actuators and controllers, follow the dedicated
instruction manual of each unit to ensure the safety.
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Alert Indication

U

The safety precautions are divided into “Danger”, “Warning”, “Caution” and “Notice” according to the
warning level, as follows, and described in the Instruction Manual for each model.

Level Degree of Danger and Damage Symbol
This indicates an imminently hazardous situation which, if the
Danger product is not handled correctly, will result in death or serious injury. & Danger

Warning This indicates a potentially hazardous situation which, if the product fi Warning

is not handled correctly, could result in death or serious injury.

Caution |is not handled correctly, may result in minor injury or property

This indicates a potentially hazardous situation which, if the product
& Caution
damage.

Notice

Notice This indicates lower possibility for the injury, but should be kept to @

use this product properly.




I x INTELLIGERIT
ACTUATOR

Caution in Handling

1. Make sure to attach the vertical articulated robot properly by following this operation

manual.
Using the product with the vertical articulated robot not being certainly retained or affixed may

cause abnormal noise, vibration, malfunction or shorten the product life.
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1 Names of Robot Parts

Dust-proof/Splash-proof Specification

ALM (indicator)

Spacer for user part installation

Reference Top cover (arm 1)

surface

Mechanical stopper for arm 1

User connector

4 user piping

(black, red, white; 3 locations)

BK SW (Brake-release switch)

Mechanical stopper for arm 2

Mechanical stopper for !
axis 3 (vertical axis) ==

<Inside dust cover>

Dust cover

Wiring duct

Ball screw spline shaft
<Inside dust cover>

Axis 3
(vertical axis) 1

Cover (arm 2)

Axis 1 End cover (arm 1) :h_
“} — J - .
y | Purge air inlet: Outer
é’ﬂ hu:q », Rear panel diametor 6
. i T i di t 4
Mechanical ‘ o h rf inner diameter
stopper for axis 3 ! 1 Applicable tube:
(vert!cal axis) L[:‘:h — T-slot for peripheral Outer diameter ¢12
<Inside bellows> | installation (M3, M4) (inner diameter ¢8)
i Base
|
Front panel (base & 1
Reference surface
< |

Slied 100y JO ssWweN ‘L



1. Names of Robot Parts

I x INTELLIGERIT
AcCcTuasasTOR® o

1.1 Labels

The following labels are attached on the robot and controller. Be sure to observe the instructions and
cautions written on the labels to ensure the correct use of the robot/controller.

Labels on the Robot

Prohibition of entry into Warning on handling of Warning against
the operation area the vertical axis electric shock
Br A A =
A Z 5 B
A T R ADANGER e e A
o BIZPREIET ) 7R IARE 3 AT L S
e EREHEAIZADY E5ABBIRY £T,
® KEEP CLEAR OF WORK Please don' t apply excessive
HEEN DIRING GPERATION et
® SERIOUS INJURY MAY of serious damage 1o ihe robot. R E IE
RESULT.
A\ WARNING ELECTRIC HAZARD
) CE-certified robot (Provided only for
Robot serial number CE-certified models)
MODEL [X-NNN2515-5L-T1 l
MODEL CIX-NNN2515-5L-T1
SERIAL Mo. XX350298 HADE.IN JAPAN ARM LENGTH :250mm
PAYLOAD : RatedlKg/Maximum3Kg
WEIGHT :17Kg
MOTOR POWER:Axisl 200W, Axis2 100W,
Axis3 100W, Axis4 50W
DATE 22/10/2003

1Al Corporation
645-1 SHIMIZU HIROSE
ZUQKA,

SHIZUOKA-CITY, SHI
Labels on the Controller 424-0102 JAPAN

Caution/warning on handling

of the controller Designation of the connected robot
((PoWER [ AC200-230VE10% 50-60Hz) B ERIN-Er TS
AEE AT A | o]
s DT TOWEEL & CHEMLTT &0,
A WRED > ~ARBTT B | oo rcmmLrsen. EfcEE
* Power dou:n be'o.re LEeA.
Temoving cables. This controller has been canfigured for
At (A A | v
«3r FO—FEEMOT—T " L and will not perforn properly if connected with
LHER L B u T A& w, CAUTION
= Use 1Al specified cables anly. othor Robot.
Controller serial number Controller serial number
(Other than CE-certified models) (CE-certified models)
MODEL XSEL-NNN2515-N1-EEE-2-2 1A I Corporation
SERITAL No. XX150432 MADE IN JAPAN MODEL  XSEL-KX-NNN2515-N1-EEE-2-2

S/N XX150432
INPUT 230V ~ 1021VA-3410VA MAX.

1P20 C€

MADE IN JAPAN

A Danger AWarning A Caution

® Failure to observe the cautionary information provided on the labels may result in serious injury or
damage to the robot.

10
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1.2 Label Positions

Label Positions on the Robot

Warning on handling
of the vertical axis

&HE

[
[
| Robot serial number
{

-—
P4
)
3
@
]
o
=h
A
o
o
o
=
U
o
=3
o

= =] [ MODEL  Ti-HHW2313-5L-T]
ZRI=N L AT, % SERDL o  XY3G02%4 WE W liMI
Ealiizli TS Faly Do b
AR PA— '
8 8
A WARNING

iy & =
Pl 0§ Uiy ety !
Hawiye I R i 1 )
nbn s the T | q el P
|
|
.

CE-certified robot (Provided
only for CE-certified models) = —— LA

Warning against
electric shock

WanEL t1¥-NHPE515-5L-T1

ARM LENGTH :250mm

BAYLOAD iRated 1Ks/Way imun3te [
L 21K

AEIG H 3
UOTOR POWER: Axiel 300N, Axied 1OOW. '

BLECTRIL HAZARL

Aried 100N Axisd FOW
OATE 1 22/10/2003 . , l
1Al Gopareson |
Sizho it a0, w Y
434-0102 Tapak ' | LI

Label Positions on the Controller

Controller serial number

Designation of the
Other than CE-certified models connected robot

MADEL  XSEL-NNNI515-NI_EEE-2-3
SCRIAL No.  XX150432 WADE 1N JAPAN

CE-certified models

Z;arho—sd,

CIEEFELTTF & v
fRono Ry b oML AIBE I EH CBE
L&A

This gontreller hag baen aonfigured for
SCARA Robal

MDDEL  XSEL-KX-NNN2%15-N1-EEE-2-2
S/N XX1350432

INPUT 330V ~ 102LVA-3410VA MAX
1P20 CE

B>

a4
Emt

B

a1 will not perform properly if conneeted with

tther Robat

of the controller CAUTION

MADE IN JAPAN L :E
Caution/warning on handling - 17ag|- F

ﬁ POVER AC210-230 1 ELIK 5160k L3 a
Y
~SRvsemIELE

= ity

fas=: [A&wm

TavrooRmEeT— I

11
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2 Transportation and Handling

2.1 Handling of the Carton

Each robot is packed with a controller prior to shipment.
When transporting the carton containing the robot and controller, observe the following items and be
careful not to drop the carton or apply impact due to forcible contact:

o If the carton is heavy, one operator should not attempt to carry it alone.

¢ Place the carton on a level surface if it is to be left there for a while.

e Do not climb upon the carton.

¢ Do not place on the carton any heavy object that may cause the carton to deform, or an article
whose shape allows a load to be concentrated at one point.

2.2 Packing Condition of the Robot

Controller, accessories and other
items (except for the robot)

Arm fixing o

V
[—

&Warning /I\ Caution

® The robot and controller are very heavy. When transporting the carton containing the robot and
controller, handle it with extra care so as not to drop the carton or apply impact due to forcible
contact, as it may cause injury or damage to the robot or controller.

Serious injury may result if the carton is dropped onto a person during transportation.
Never stand below the carton as it is hoisted.
Use a carrier device with sufficient loading capacity.

If a machine or method is used that requires specified skills, it must be operated/performed by a
person having the proper qualifications.

12
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2.3 Handling of Individual Components

The robot and controller are supplied as a set.
Your robot cannot be used with the controller supplied with another robot.
When handling multiple robots, be careful not to lose their correct pairings with the controllers.

The robot will not stand on its own after being unloaded from the carton pallet.
Hold it by hand, or place a cushioning material on the floor and place the robot on its side upon the
cushion.

2.4 Checking after Unpacking

After unpacking the carton, check the condition of the robot and other items contained in the carton.

Standard parts

Robot

Controller

Operation manual for robot
Operation manual for controller

_ = A

Accessories
4 | I

Eyebolt 1
D-sub connector 1
Hood set (for D-sub connector) 1
Caution label 2
Positioning label 1
KPIO flat cable 1 /
Optional parts
/ PC software (type: IA-101-X-MW) \
Floppy disk 2 h
PC connection cable 1
Hand-held emergency-stop switch 1
Operation manual for PC software 1 _J

Absolute reset adjustment jig (type: JG-2)
Positioning jig for axes 1 and 2 (pin) h
Positioning jig for axis 4 (plate)

\Absolute—data backup battery (AB-3) /

—_

-_—

& Caution @ Note

® Always operate the robot using the controller supplied with the robot in the same carton. Using
another controller may result in an unexpected operation, damaged motor or other problem.

® After unpacking, be sure to confirm the condition of the robot and other items contained in the
carton. Should you find a damaged or missing part, please contact IAl immediately.

BuipueH pue uoneuodsues] ‘g
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2.5 Transporting the Robot

When transporting the robot, affix the arms using the supplied arm fixing plate. Additionally, wrap the
cables around the base and secure them with gummed tape or other means.

Use a dolly, forklift, crane, or other appropriate equipment for transportation. When transporting the robot,
move it slowly so that it maintains its balance. Also, safeguard the robot against vibration or impact.

When a crane is used, install the supplied eyebolts on the robot for the pass-through of ropes. Install the
eyebolts following removal of the top cover.

Hoisting hook with lock

Cross-recessed countersunk
head screw, M3 x 8

Eyebolt
(supplied)

Cables (Wrap

Hex bolt M4 x 10 around the base.

Fix with a tie wrap.

A Danger &Warning

® |f the arms and cables remain free, the arms may turn unexpectedly and pinch a hand, or a
person may be tripped by the trailing cables.

® Do not attempt to carry the robot by hand, as it may injure the back. Additionally, an injury may
result if the robot is dropped onto the feet.

Serious injury may result if a person is caught under a fallen robot during transportation.
Never stand below the robot as it is hoisted.
Use a hoist and ropes that can comfortably support the weight of the robot.

If a machine or method is used that requires specified skills, it must be operated/performed by a
person having the proper qualifications.

14
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3 Installation Environment and Storage Environment

3.1 Installation Environment

Install the robot in an environment that satisfies the following conditions:

o Away from direct sunlight

¢ Not subject to radiated heat from a high-capacity energy source such as a heat-treating furnace
e Ambient temperature: 0°C to 40°C

o Humidity: 85% or less (non-condensing)

* Not exposed to corrosive or flammable gases

* Not subject to impact or vibration

* Not exposed to a significant amount of electromagnetic waves, ultraviolet rays or radiation

o Sufficient space is available to ensure safety in teaching and maintenance/inspection operations

Generally, the robot must be installed where the operator need not wear protective gear in order to work.

The protection class of the dust-proof/splash-proof specification against intrusion of water and powder
dust conforms to the dust-proof/splash-proof structure corresponding to JIS B8438 and IP65.

<Explanation of IP65>
6 --- A degree of protection against intrusion of solid objects. Powder dust will not enter the structure.
5 --- A degree of protection against water intrusion. Water jet sprayed at any angle will not have
harmful effect on the structure.
According to the IP standard, the water jet pressure is 30 kPa (30 KN/m?, 0.3 kgf/cm?), injection
speed is 12.5 liters/min, and duration of spray is 3 minutes.

Please note that the dust-proof/splash-proof specification does not provide an explosion-proof structure.
The robot must be installed in an environment satisfying the following conditions:

* Will not become immersed in liquid.

* Free from fine shavings generated by grinding, etc.

* Free from cutting oil.

* Free from mist of cutting fluid, grinding fluid or other liquids containing sulfur.

* The robot controller is not dust-proof or splash-proof.

* Please contact IAl regarding the robot’s splash-proof performance against liquids other than
water.

* The bellows may change color depending on the use environment, but discoloration does not
affect the robot’s splash-proof performance.

& Caution

@ The dust-proof/splash-proof specification has a water drain hole at the bottom of the robot base.
Therefore, do not let the bottom of the robot base submerge in water. Water will enter the robot.

® Do not use the dust-proof/splash-proof specification in an environment subject to water or
powder-dust attacks exceeding the specified protection class. Water or powder dust may enter
the robot.

® The dust-proof/splash-proof specification has a purge air inlet at the back of the base. Intrusion of
powder dust into the robot can be prevented by supplying air through this inlet.
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3.2 Installation Platform

The platform on which to install the robot receives a significant reactive force. Be certain the platform has
sufficient rigidity to withstand the anticipated force.

¢ The surface on which the robot is fixed must have a thickness of 25 mm or more.
The levelness of the robot installation surface must be at least £0.05 mm.

« Drill and tap M8 holes into the installation surface of the platform. The effective threads must be 10
mm or longer.

» The platform must have sufficient rigidity to withstand not only the weight of the robot but also the
dynamic moment of inertia that is generated when the robot is operated at maximum speed.

e Secure the platform to the floor or other rigid structure in a manner that prevents any movement due
to operation of the robot.

¢ The installation platform must allow the robot to be mounted on a level surface.

3.3 Storage Environment

The storage environment conforms to the installation environment. If the robot is to be stored for a
prolonged period of time, be sure the robot will not be exposed to dew condensation.

Unless otherwise specified, desiccant is not placed in the carton when shipped. If the robot is to be kept in
an environment subject to condensation, provide preventive measures from over the carton or directly to
the robot after unpacking.

The maximum storage temperature is 60°C for a short storage period. If the robot is to be stored for more
than a month, the ambient temperature should not exceed 50°C.

A Danger &Warning

® Failure to provide a proper environment for installation and storage may shorten the service life of
the robot, reduce its operation accuracy, or cause a malfunction or failure.

® Never use the robot in a flammable atmosphere. The robot may explode or ignite.
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4 How to Install

Shown below is how to install SCARA Robot.

4.1 Installation Posture

O : Available x: Not available

Horizontally Oriented Mount

Wall-Mount

Ceiling-Mount

|i=i==

5=

17
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4.2 Installing the Robot

Install the robot on a level surface.
Secure the robot using M8 hex bolts and washers (tightening torque: 3.2 kgf-m).

For the hex bolts, use high-tension bolts with an ISO rating of 10.9 or higher.

AWarning /I\ Caution

® Always insert a washer below each bolt. Without a washer, the bolt-bearing surface may sink.

® Tighten the hex bolts securely to the correct torque. Improperly tightened bolts may reduce the
accuracy of robot operation, and in the worst case cause the robot to overturn.

18
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4.3 Connecting the Controller

The controller connection cables are attached on the robot (standard cable: 5 m, to air-tube joint: 150
mm).

Pay attention to the following items when connecting the controller:

¢ Connect to the robot of the serial number specified on the robot designation label provided on the
front panel of the controller.

Robot designation label

ooy hO—3 k.

N MODEL IX-NNN7020-5L-T1 1
A Ry b SERIAL No, 55301045 < Robot serial
o < = 3 1 . CIERL T T &, number
g ° ¥ T o OB | oowy b oL sBE@. ERCHIE

E Ji ﬂ H E LatA.
al - This controller has been configured for
% A SCARA Rebot

ond will nob perform properly if connected with
CAUTION ather Robet.

&Warning

® Be sure to connect to the robot of the serial number specified on the front panel of the controller.
The controller will not operate properly if any other robot is connected. Failure to observe this
warning may cause the robot to malfunction, resulting in a serious accident.

® Before connecting or disconnecting a cable, always turn off the power to the controller.
Connecting/disconnecting a cable with the power supplied to the controller may cause the robot to
malfunction, resulting in a serious accident.

® |[nstalling the connectors into the wrong sockets may cause the robot to malfunction. Be sure to
check the designation on the cable with that on the controller panel before plugging in any
connector.

® |[f the connectors are not inserted securely, the robot may malfunction and generate the risk of
danger. Be sure to affix each connector with the supplied screws.

¢ Connect the cables securely after confirming that they are free from damage or bent connector pins.
e Connect each cable by aligning the indication on the marking tube on the cable with the indication
on the controller panel.
¢ When installing the PG connector (D-sub connector), ensure correct orientation of the connector.
¢ The brake power circuit is provided on the primary side (high-voltage side). Therefore, provide a
dedicated 24 VDC power supply for the brake. Do not attempt to share the secondary circuit power
sources such as I/O power source.
The brake power to be supplied to Horizontal Articulated Robottshould be 24V DC +10% and the
voltage source capacity 20W.
The brake power to be supplied to the XSEL-PX/QX controller should be 24V DC +10% and the
voltage source capacity 9W.
(Note) It is necessary to increase the voltage source capacity of the brake power source if brake
actuators are to be connected to the 5th and 6th axes of the XSEL-PX/QX controller.
[Refer to the section of the voltage source capacity and heat generation in the controller
operation manual.]

Refer to the operation manuals for the controller and PC software for the procedures to connect the 1/0
cable, controller power cable, PC connection cable, etc.

19
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Output voltage: 24 VDC + 10%
Current capacity: 20 to 30 W

M cable
(outside robot)

|
ZIVDC power P S
supply for brake < -7 !
(provided by, N Tool, control

o

y -
O
|
|
|

r user) P | I unit, etc.
L , (provided by
| user) .
[
U cable (outside robot) Sl 1

(cable for user wiring)
BK power cable (outside robot)

Standard cable length: 5 m

"To air tube
(provided by user)

AWarning

® Before connecting or disconnecting a cable, always turn off the power to the controller.
Connecting/disconnecting a cable with the power supplied to the controller may cause the robot
to malfunction, resulting in a serious accident.

® |[nstalling the connectors into the wrong sockets may cause the robot to malfunction. Be sure to
check the designation on the cable with that on the controller panel before plugging in any
connector.

® If the connectors are not inserted securely, the robot may malfunction and generate the risk of
danger. Be sure to affix each connector with the supplied screws.

4.4 Checking after Installation
Once the robot has been installed, check the following items:

¢ Visually check the robot, controller and cables for dents and other abnormalities.
o Confirm that the cables are connected properly and that the connectors are inserted securely.

&Warning

® Failure to perform these checks may result in a malfunctioning robot or a damaged controller or
robot.
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Precautions for Use

Reference Acceleration/Deceleration Settings

Use the robot based on appropriate acceleration/deceleration settings by referring to the following graph:

(1)

PTP operation (Set using the SEL language commands ACCS and DCLS.)

Reference acceleration/deceleration
settings for PTP operation

100 ‘ |

L - — ,: ,,,,,,,,,,,,,,,
~ 80 [ T T T T
) 1
< R U
) |
S 60 [ T
- |
8 o
3 Reference range of
< 40 | | maximumsetting |
.E
o
[o)
3
< 20

Reference range for |
continuous operation setting
0 | | | | |
0 1 2 3

Carrying load mass (kg)

/I\ Caution

Acceleration/deceleration settings are common to arm lengths of 250 and 350 mm.

To operate the robot at the maximum acceleration/deceleration, provide a stopping period of three
seconds or more after each acceleration/deceleration.

To operate axes 1 and 2 simultaneously at full stroke, use the reference settings for
acceleration/deceleration during continuous operation as the reference settings for maximum
acceleration/deceleration. Actual acceleration/deceleration during continuous operation should be one-
third the appropriate reference setting for continuous operation.

Start from the appropriate reference setting for acceleration/deceleration during continuous operation,
and then gradually raise the value for the purpose of adjustment.

If an overload error occurs, lower the acceleration/deceleration setting as appropriate or provide an
appropriate stopping time following each acceleration/deceleration.

Depending on the position of the vertical axis, the robot may generate vibration when axis 1, axis 2 or
the rotational axis turns. If vibration occurs, lower the acceleration/deceleration as appropriate.

To move the robot horizontally at high speed, keep the vertical axis as close as possible to the top
position. If the vertical axis is operated at the bottom position, the spline shaft for the ball screw will
bend and the vertical axis will be disabled.

Keep the permissible moment of inertia of axis 4 to 0.015 kg-m or less.

The carrying load indicates a load above the rotational center of axis 4.

Operate the robot by using an appropriate acceleration/deceleration coefficient as determined by the
mass of the tip. Failure to do so may cause the drive part to wear prematurely or may result in damage
or vibration.

21
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()

CP operation (Set using the SEL language commands ACC and DCL.)

Arm length 250 Arm length 350
Reference acceleration/deceleration Reference acceleration/deceleration
settings for CP operation settings for CP operation
1 6 | | | | | 1 6 | | | | |
| | | | | | | | | |
%) SR R R R o S
S22 c 12 A
o I I I I I o I I i I
L R E St
Q< | | | | | % Reference range of
§ 0.8 N S S S 9 08 |--_ maximum setting |
kel | | | | | o | | | | |
= 7 7 7 7 = | |
2 - - -| Reference range of |- - - 2 S
% : ma‘X|mur‘n settl‘ng N g Reference range for
v 04— - - - © 0.4 |- | continuous operation setting [
8 Reference range for 8 ‘ : : : :
< _| continuous operation setting | < L
I R T o
0 0
0 1 2 3 0 1 2 3
Carrying load mass (kg) Carrying load mass (kg)

/I\ Caution

® To operate the robot at the maximum acceleration/deceleration, provide a stopping period of three
seconds or more after each acceleration/deceleration.

® Start from the appropriate reference setting for acceleration/deceleration during continuous
operation, and then gradually raise the value for the purpose of adjustment.

® If an overload error occurs, lower the acceleration/deceleration setting as appropriate or provide
an appropriate stopping time following each acceleration/deceleration.

® Depending on the position of the vertical axis, the robot may generate vibration when axis 1, axis
2 or the rotational axis turns. If vibration occurs, lower the acceleration/deceleration as
appropriate.

® To move the robot horizontally at high speed, keep the vertical axis as close as possible to the top
position. If the vertical axis is operated at the bottom position, the spline shaft for the ball screw
will bend and the vertical axis will be disabled.

® Keep the permissible moment of inertia of axis 4 to 0.015 kg-m or less.

® The carrying load indicates a load above the rotational center of axis 4.

® Operate the robot by using an appropriate acceleration/deceleration coefficient as determined by
the mass of the tip. Failure to do so may cause the drive part to wear prematurely or may result in
damage or vibration.
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5.2 Tools

The tool mounting part must have sufficient strength and rigidity, along with adequate fastening power to
prevent positional shift.

It is recommended that a tool be installed over a split ring, span ring or other appropriate part. A sample
configuration of tool installation is given below.

If the tool diameter exceeds 40 mm, the tool will interfere with the robot within the robot’s operation area. If
the tool diameter exceeds 40 mm or the tool interferes with peripheral equipment, decrease the soft limit
to reduce the operation area.

Use the D-cut surface at the tip of axis 4 (rotational axis) to adjust the position (direction) of axis 4. To set
the rotating direction using the D-cut surface and setscrews, be sure to use setscrews with resin or brass
pad or set pieces made of soft material.

(Avoid attachment of the tool at the D-cut surface via thread fastening. Doing so may damage the D-cut
positioning surface.)

Center of axis 1
rotational axis

] Tool

Span ring, etc.

Pressure flange

AWarning /I\ Caution

® Turn off the power to the controller and robot before installing a tool.

® |[f the tool mounting part does not have sufficient strength, it may break while the robot is
operating and cause the tool to detach and fly off.

® |[f the tool diameter exceeds 40 mm, the tool will interfere with the robot within the robot’s
operation area. Decrease the soft limit to reduce the operation area.

® Avoid attachment of the tool at the D-cut surface via thread fastening. Doing so may damage the
D-cut positioning surface.

23
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5.3 Carrying Load

Load capacity
Rated load capacity: 1 kg
Maximum load capacity: 3 kg

Load’s permissible moment of inertia
0.015 kg-m (both rated and maximum)

Load offset (from the center of axis 4 (rotational axis))
40 mm or less

40 mm or less

/I\ Caution

® Set appropriate acceleration/deceleration according to the mass of the tip and moment of inertia.
Failure to do so may cause the drive part to wear prematurely or may result in damage or
vibration.

@ If vibration occurs, lower the acceleration/deceleration as appropriate.

® If the load gets offset, the robot becomes more likely to cause vibration. Design the tools so that
the load’s center of gravity aligns with the center of axis 4.

® Do not move the robot horizontally with axis 3 (vertical axis) extended. It may cause the vertical
axis to bend and disable the axis. To move the robot horizontally with axis 3 extended, adjust the
speed and acceleration/deceleration as appropriate.
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5.4 User Wiring and Piping

The robot comes with standard cables and tubes that the user can use in a desired wiring/piping

configuration.
Purge air inlet

(Applicable tube: Quter diameter ¢6)

BK SW
(Brake-release switch)

Quick joint ¢4 (black)

ALM (indicator) Air tubes (¢4 x 3 pcs.)

U cable (outside robot)

J/PG cable (outside robot)

G

Quick joint ¢4 (white)

User connector_ |

; = S|
BK power cable (outside robot)
M cable (outside robot)

Panel Rear panel

Spacer for user part installation

User connector specifications

Rated voltage 30V
Permissible current 1.1A
Conductor size and number of wires AWG 26 (0.15 mmz), 15 wires

Twisted-pair cable (Pins 1 to 14)

ek Shielded cable (Pin 16)

Piping specifications
Normal service pressure 0.8 MPa

Dimensions (outer diameter x inner
diameter) and number of tubes

¢4 mm x $2.5 mm, 3 pieces

Working medium Air
ALM (indicator) specifications
Rated voltage 24 VDC
Rated current 12 mA
lllumination color Red LED
Shape of Y-terminal Spacer for user part installation
07
M4, depth 5
v
$30 N or less
o
26 59 b

— £+~ 2N-morless
Z

External force applied to the spacers must not exceed 30 N in the
axial direction or 2 N-m in the rotating direction (for each spacer).

25
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The robot comes with a 16-pin plug to be connected to the user connector.
Pins 1 to 15 of the connector can be used. Pin 16 is connected to a shielded cable and cannot be used for
signal lines.

Use a cable with an outer diameter of $13.1 to 15.0. The method to wire the supplied connector is shown
below.

Cable
Clamp nut Setscrew B Washer gasket End bell Coupling nut Barrel
e / \ !

/

\ [ \
o TN T, /'; A

I THER

A\

Setscrew A

[1]: Screw the barrel into the end bell and affix with setscrew A.

[2]: Push the cable gasket and washer into the end bell, hold the end bell in position, and then screw in
the clamp nut.

[3]: Move the cable back and forth and to right and left until it moves smoothly, and then tighten setscrew
B to the specified torque.

Tightening torque of each part

End bell: 10 kgf-cm to 15 kgf-cm
Clamp nut: 15 kgf-cm to 20 kgf-cm
Setscrew A, B: 2 kgf-cm to 3 kgf-cm

* ®

If the waterproof user connector and user piping joint are not used, attach the supplied cap and blank plug
on the connector and joint, respectively. Failure to do so will cause water or dust to enter.

A Caution

® Tighten each connector screw to the specified torque.

® If the outer diameter of the cable is smaller than the specified size, wrap a tape, etc., around the
cable clamp to increase the clamp size. Failure to do so will cause water or dust to enter.
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P

User connector pins and corresponding Y-terminals

Arm 2 side Controller side
Connection No. Y-terminal designation | \\/ire color Connection
1 U1 Orange 1 red
2 u2 Orange 1 black
3 u3 Light gray 1 red
4 U4 Light gray 1 black
5 us White 1 red
c 6 ue White 1 black
‘53 D-sub, 15-pin ’ u7 Yellow 1 red
c 8 us Yellow 1 black
8 9 U9 Pink 1 red
3 10 - - u10 Pink 1 black | \ terminal
-] 11 U1 Orange 2 red
12 - - u1i2 Orange 2 black
13 u13 Light gray 2 red
14 u14 Light gray 2 black
15 u15 White 2 red
16 R o
Indicator = ks LED +24V | White 2 black
ALM (LED) 7//@) LED G24V | Yellow 2 red
O— FG Green
To base
& Warning

due to an overheated cable, or may cause air leaks.

noise.

® Before commencing wiring/piping work, turn off the power to the controller and the power/air
supplies to the robot. Failure to do so may cause the robot to malfunction.

® Use cables and tubes within their specifications. Failure to do so may result in fire or short circuit

® Connect the shielded cable to pin 16. Failure to do so may cause the robot to malfunction due to

27
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5.5 Air Purge

The dust-proof/splash-proof specification has a purge air inlet at the back of the base.
Intrusion of powder dust into the robot can be prevented by supplying air through this inlet.

Air pressure As a reference, the air pressure should be at least 0.3 MPa but not
exceeding 0.6 MPa.

Outer diameter x inner diameter | ¢6 x ¢4

Purge medium Clean, dry air free from compressor oil or other contaminants,
conforming to an air filtration rating of 10 um or below.

(Dry air should have an atmospheric dew point of —20°C or below.)

® How to adjust the flow rate

The user must provide a pressure-reducing valve. Use the pressure-reducing valve to reduce the air
pressure to a range of 0.3 to 0.6 MPa, and adjust the flow rate using the speed controller supplied with the
robot. Supplying too much air will inflate the bellows. Adjust the speed controller by following the
procedure below.

<Increasing the flow rate>

To increase the flow rate, turn the needle on the speed controller counterclockwise from the fully closed
state.

Supplying too much air will inflate the bellows, so adjust the needle until just before the bellows start to
inflate.

After the adjustment, be sure to tighten the lock nut to prevent the adjusted flow rate from changing.

V
ock nut

/I\ Caution

® To prevent intrusion of powder dust, adjust the air pressure and flow rate using the speed
controller at the back of the base.

® |[f air is not completely dry, bedewing will occur and water will collect inside the robot, resulting in
current leaks or malfunction.
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6 Inspection/Maintenance

6.1 Inspection/Maintenance

Your horizontal articulated robot must be inspected daily and on a regular basis to ensure safe, efficient
operation. Perform the necessary inspections after confirming the maintenance/inspection items required
for your IAl robot, as defined in this section.

The following items must be adjusted at our factory. Do not disassemble the following components or cut
cables at the user site:

Disassembly of servo motor
Disassembly of reduction gear unit
Disassembly of ball-screw spline
Disassembly of bearing

Disassembly of harmonic speed reducer
Disassembly of brake

Cutting of cable

IAl will not be responsible for any malfunction or damage resulting from the conduct of any operation cited
above.

&Warning

® Performing inspection or maintenance without fully understanding the details of work may result in
a serious accident.

® If inspections are neglected, the drive part may wear prematurely or the robot may malfunction
unexpectedly.
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6.1.1  Daily Inspection

Check the following items daily before and after operating the robot.
Observe the precautions for work near the robot and for inspection/maintenance/adjustment operations
when carrying out each check.

Check location Description

Correct the deformation or positional shift of the cage.

Safety cage Confirm that the interlock mechanism is operating properly.

Check the robot mounting bolts for looseness.
Check the exterior for abnormality, loose covers, flaws, dents, etc.

Robot (If the robot has flaws or other abnormalities, please contact IAl.)
Check for abnormal move, vibration or noise.

Cables Check the cables for flqws.
Check the cable mounting parts for looseness.

Emergency-stop switch Confirm that the emergency-stop switch functions properly.

6.1.2 Six-Month Inspection

Check the following items on the robot every six months.
Observe the precautions for work near the robot and for inspection/maintenance/adjustment operations
when carrying out each check.

Check location Description

Check the arm mounting sections for looseness.

Robot (If any of the arm mounting sections is loose, tighten the fastening parts
securely.)

Ball-screw spline Add grease. (AFE Grease by THK or equivalent)

Timing belts of axes 3 » Check the belt tension for axes 3 and 4.

and 4 » Check the belts for flaws, cracks, wear, etc.

aR)((eiguAchon gear unit of Add grease. (Multemp AC-D by Kyodo Yushi or equivalent)

Connectors Check the connectors for looseness.

If the robot has flaws or other abnormalities, please contact IAl.

& Caution

® |n case the grease got into your eye, immediately go to see the doctor to get an appropriate care.
@ After finishing the grease supply work, wash your hands carefully with water and soap to rinse the
grease off.
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3 Yearly Inspection

Check the following items on the robot every year.
Observe the precautions for work near the robot and for inspection/maintenance/adjustment operations

when carrying out each check.

Check location Description
Ball-screw spline Check the shaft for looseness. (Contact IAl if an abnormality is found.)
Harmonic speed Change the grease. (Contact IAl.)
reducer

* Based on 24-hour operation. Change the grease every three years or so if the robot is operated eight hours a day.

&Warning

Performing inspection or maintenance without fully understanding the details of work may result in
a serious accident.

If inspections are neglected, the drive part may wear prematurely or the robot may malfunction
unexpectedly.

Display a “Work in Progress” sign so that other operators will not operate the controller, operation
panel, etc.

6.2 How to Check/Adjust Belt Tension

6.2.1 Preparation

The

following tools are required when checking/adjusting belt tension:

¢ Push-pull gauge (maximum measurement capability of 2 kg)
e Hex wrenches (2.5, 3 and 4 mm)

e Spanners (5.5 mm)

o Phillips screwdriver

e Scale

Turn off the power to the controller. Do not cut off the 24 VDC power supply to the brake.

AWarning /I\ Caution

® Performing inspection or maintenance without fully understanding the details of work may result in

a serious accident.

@ If inspections are neglected, the drive part may wear prematurely or the robot may malfunction

unexpectedly.

@ Display a “Work in Progress” sign so that other operators will not operate the controller, operation

panel, etc.
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6.2.2 Removing the Cover

(1) With arms 1 and 2 extended as illustrated below, remove the four cap screws (M3 x 18) [1] and six

cap screw (M3 x 18) [2].

(2) Lift the panel and remove the motor connectors (M, PG, BK) from the back of the panel. (Do not

cause the wires to be pulled with excessive force when lifting the panel.)

(3) Lift the cover and remove upward.

[1] CAP4-M3x 18
(with sealing washer)

[2] CAP6-M3x18
(with sealing washer)

PR E————

¢

Remove the motor [
connectors.

e e

remove upward.

ﬁ\ Lift the cover and

® If the cover is removed, absolute reset must be performed again for the rotational axis and vertical
axis. (See 6.4, “Absolute Reset Procedure.”)

® Do not cause the wires to be pulled with excessive force when lifting the panel.
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6.2.3 Checking the Belt Tension

©@ ' 9

Timing belt for rotational axis

6.2.4 Checking the Belt Tension for the Vertical Axis

Using a push-pull gauge, push the timing belt for vertical axis with a force of 300 gf and measure the
amount of deflection.

If the deflection is 2.4 mm, the belt tension is normal.

If the deflection is not 2.4 mm, adjust the tension by referring to 6.2.6, “Adjusting the Belt Tension for the

Vertical Axis.”

Push-pull gauge

/I\ Caution

® \When measuring deflection, do not use a gauge with a sharp tip that may damage the belt.
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6.2.5 Checking the Belt Tension for the Rotational Axis

Using a push-pull gauge, push the timing belt for rotational axis with a force of 300 to 400 gf and measure
the amount of deflection.

If the deflection is 0.7 mm, the belt tension is normal.

If the deflection is not 0.7 mm, adjust the tension by referring to 6.2.7, “Adjusting the Belt Tension for the
Rotational Axis.”

Push-pull gauge

Deflection (0.7 mm)

6. Inspection/Maintenance .

/I\ Caution

® \When measuring deflection, do not use a gauge with a sharp tip that may damage the belt.
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6.2.6 Adjusting the Belt Tension for the Vertical Axis

(1)
()
©)
(4)
(®)

Loosen the four M5 bolts [1] slightly, making sure the fastened points do not become overly loose.
Loosen the lock nut [2], and then turn the adjuster bolt [3] to tension the belt.
Check the belt tension by referring to 6.2.4 “Checking the Belt Tension for the Vertical Axis.”

Tighten the M5 bolts [1] loosened in step 1 (tightening torque: 7.6 N-m) and tighten the lock nut [2].

Check the belt tension again by referring to 6.2.4 “Checking the Belt Tension for the Vertical Axis.
(If the deflection has changed, perform the adjustment again.)

[2] Lock nut

[3] Adjuster bolt

[114-M5x12

/I\ Caution

@ After fixing the axis center, be sure to confirm once again that the deflection meets the specified
value.
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6.2.7 Adjusting the Belt Tension for the Rotational Axis

(1) Loosen the two M4 bolts [1] slightly, making sure the fastened points do not become overly loose.

(2) Move the rotational-axis motor [2] to tension the belt.

(3) Check the belt tension by referring to 6.2.5 “Checking the Belt Tension for the Rotational Axis.”

(4) Tighten the bolts [1] loosened in step 1 (tightening torque: [1] 3.7 N-m).

(5) Check the belt tension again by referring to 6.2.5 “Checking the Belt Tension for the Rotational Axis.”
(If the deflection has changed, perform the adjustment again.)

[2] Rotational-
axis motor [112-M4x10

6. Inspection/Maintenance .

Rotational-axis timing belt

/I\ Caution

@ After fixing the axis center, be sure to confirm once again that the deflection meets the specified
value.
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6.2.8 Installing the Cover

(1)

Install the cover and connect the motor connectors (M, PG, BK) extending from the rotary joint.

(2) Affix the panel using the six cap screws (M3 x 18) [1] to a tightening torque of 0.08 kgf-m by paying

©)

attention not to cause the wires to rest on top of one another.

(Place the wires neatly in the upper space without letting them rest on top of one another. Do not
forcibly tighten the screws with the panel still floating.)

(Don’t forget to insert a sealing washer.)

Tighten the four cap screws (M3 x 18) [2] to a tightening torque of 0.08 kgf-m to affix the dust cover.
(Don’t forget to insert a sealing washer.)

[2] CAP 4 -M3x 18
(with sealing washer)

[1] CAP6-M3x18
(with sealing washer)

n:i:

Check the marking tubes to prevent improper connections.

Be careful not to bend the air tubes.

Be careful not to pinch the cables.

Place the wires neatly in the upper space without letting them rest on top of one another. Do not
forcibly tighten the screws with the panel still floating.

Check if the connectors are fully inserted.

If the cover is removed, absolute reset must be performed again for the rotational axis and vertical
axis. (See 6.4, “Absolute Reset Procedure.”)
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6.3 Battery Replacement
6.3.1 Preparation
The following items are required when replacing the batteries:

¢ Hex wrench (2.5 mm)
o New dedicated batteries for IX (4 pieces) Model: AB-3

Before replacing the batteries, turn off the power to the controller, control panel and other relevant units.

/N\Warning /I\ Caution

® Performing inspection or maintenance without fully understanding the details of work may result in
a serious accident.

® Display a “Work in Progress” sign so that other operators will not operate the controller, operation
panel, etc.

® Use dedicated batteries for IX. Batteries for the old model (IH) cannot be used.
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6.3.2 Battery Replacement Procedure

(1) Remove the six low-head cap screws [1] and remove the rear panel (base).

(2) Remove the batteries from the battery holder.

(3) Remove the batteries from the extension cables from the battery connectors, and connect new
batteries.

¢ After removing the old batteries, quickly connect new batteries (roughly within 5 minutes x
number of batteries).

¢ If new batteries are not connected for a longer period, the rotation data will be lost and an
absolute reset will become necessary.

¢ Replace batteries one axis at a time. If the batteries for all axes are replaced at once, the
work may not be completed within the specified time.

(4) Install the batteries into the battery holder.

Battery connector 1 .
(for axis 1) e N, Battery connector 2 (for axis 2)

" .~,  Battery (for axis 2)

Battery (for axis 1)

Battery | | Battery (for axis 4)

(for axis 3)\'\‘\

Battery connector 3"

(for axis 3) e . -

Battery connector 4 (for axis 4)

: [116 -M4 x 8
@b‘ : (low-head cap screw)

i -+ Rear panel
(base)

:

5. Affix the rear panel (base) using the six low-head cap screws [1].

/I\ Caution

® \When installing the rear panel (base), be careful not to pinch the cables inside.
® Don’t forget to insert a sealing washer.
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6.4 Absolute Reset Procedure

6.4.1 Preparation for Absolute Reset
The following jig is required when performing an absolute reset:
¢ Absolute reset adjustment jig (type: JG-2)

Connect the cables for the robot, controller and PC, so the robot can be operated from the PC.

Before commencing the work, always confirm that the emergency-stop switch is functioning properly.

An absolute reset adjustment jig is always required when performing an absolute reset of the rotational
axis or vertical axis. However, the jig is not always necessary when performing an absolute reset of arm 1
orarm 2.

(Rotation data can be reset as long as a positioning accuracy of “center of positioning mark label +1
graduation” is ensured.)

Plate

Absolute reset adjustment jig (type: JG-2)

AWarning

® Performing inspection or maintenance without fully understanding the details of work may result in
a serious accident.

® Display a “Work in Progress” sign so that other operators will not operate the controller, operation
panel, etc.
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6.4.2 Starting the Absolute Reset Menu

(1) Open the absolute reset window from the PC software.

B Edt Yew Progwn Podin Pasestss bl Coorgnatss Mok | Conobe [od lindowr Hab

= s s e A A e e T TR

www&wwwwwm

g_i_ﬂg[m’oamxm | [eataty val specitreainan moay 3]

& Mbeckin Pt vl chomgs the Hom o cocwdnains.

st] | @ S | [EPC et Sebtma..

| | & 3 [0 ivetoce Sotmar )t e i

(2) The absolute reset window opens.
¢ One of three absolute reset screens—for arm 1, arm 2 and rotational axis + vertical axis—is
displayed when a corresponding tab is clicked.

B G Yew Pogum Pun Pwssse Spbo Comjoses Mirks [orocke lod Wirdom Heo

=|n| Bloslelxl #lolelel=oool u [isters el specicara i noze &)

Aftee it ends ‘Home pos. sulsmalic update’,
Pleass @0 “Write Flash Rem’ -> “Seftware resst®

Y > 3
{Acwi a1z) { Arad (A20) | Ros. AXim (RG] +Vert.Axis (20) |

Absolute reset screen
forarm 1 or 2

- Encoder Fatasion Bace Fessti
Eecor

Jog =» Basic Positicn(Eye Mack) A il
Secvo-0rF

Emergency stop -3 Pesietening pim insertion ﬂ
(¥hen poRitioning pin is used)

|

it ends "Mome pos. autsmatic update®,
Please do 'Weite Flash Rom® -> "Software reset®

Aeml [Ade) || Arm2 (A22) [For. dets (Ae) vere. dxia (2e

- Eecoder Motation Datn Besetl(fz, fel | aog val [

Encodse Boratien bava Besetd

llome poa. autcmatic updnce (Gniy nevly resec) | cancei) I

m:munlm-’-wlmm!
{¥hen positisning pin is used)

Peast Comteoller Exeoe | moe.pistance [ 0 o0

Servo iR, 20) P | e |

Temp, Standard posture

dog =¥ Basic PositioniEye Mack) (Ro) o end | | | Beser Encoder &

Servo-OFF [Rs, Z6)
Emergency step -> Brake Release [BE 38-RELS) ox| ‘
-+ Positioning pin isssctisn —

(Vhen positioning pin is used)
Encoder Rotacion Pata Resesd (Rc)

Bape pos.

Fositioning pin remcveal -> Brake Lock|DE SW-NON) o |
=r Emcrgracy stop relosse —

(Vken positicning pin is used)

Secvo OH{Rc,Zc)

LiEy) (R

W] | 8 > DE * [SPC Intoroce Goftmar,.. | ¥ Oocument -Miosh Word

Absolute reset
screen for rotational
axis + vertical axis

Standard posture standy(Ze] (TRe->0)

Servo-OFF (B2, Zc)

Encoder Rotation Pate Resecd |Ic)

ane pos.

Liep) (28

o | & % B [ icoce oftwr — J0umert Moo Vi
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6.4.3 Absolute Reset Procedure for Arm 1 or 2

(1) Click the “Encoder Rotation Data Reset1” button.

Ea.- RSN P Pphm Emarsie Sybsl Cogrnles Mordin Corober ool Mo Help

=] B8z 8o|e|o|=| ool x T —

After it ends “Home pos. automatic update®,
Please do "Write Flash Rom® =-> “Software reset®

Aemi [ALe) || Aewd (AZe] | Mot Axia [Re) aVeet. Axia (26 |
» Encoder Roration Data Resstl
Feser Controller Error ‘

Serve OH

Eie Ed Yow Fiogas Pphm E-ma Symbol Coognales Mordor Coniber Jool Wirdow Hep

Jog -> Dasic Position(Eye Nark)

Servo-OFF

Arwl [Ac) | Axm2 (AZe) | Mot

S O T P S A e e e S [ T T

bs. En der 1 i
stap > e or] After it ends “Home
| 1Y oS,
(¥hen posicioning pin is used) Dlaage o "Nrite Plash Dom® -> "Saftware resst*
Encoder Rotation Data TMeacel?

automatic update®

+Axis (M) Wert. kxiaizel |

|3ateey Vel Specificd(MAND Node) - |

Home poa. automatic update (Only newly m)l Cancel
pin - stop release o

- Encoder Roration Data Resecl

¥hen positicning pin iz used) —

Feser Controller Error

Serve N

=18 Xe eve mark)

Ewsrsime Symbel Coofnales Mordie Conbole Jool lindow Help

s u| ®|2\8 (82| 8(2]c|¢|F|m|o/o| u T —

Servo-OFF

Sopert

Aiter it ends “Home pos. automatic update®,
Please do “Write Flash Rom® -> “Software reset®

Arml (Alc) IIM iAZe] | Rot, Axia (Re) +Vert. kxia{Zc) I

L] Encoder Botation Daca Reserl Jog Vel

Ationing pin insertion
used)

OF

Jog Vel
Inc.Discance | o.oo

Feser Controller Error Inc.biscance 0.00

=0 |

Jog -> Dasic Position(Eve Mark) o erd

— |

Emergency stop —> Position|
(¥hen positiening pin is u

e & e youn sure bo corbrus T

Home pod. aMEGmatic updat: Yo I

(E]

(2) Click the “Reset Controller Error” button.
Ele Ed Www Progem Pgaon Pessets Syrbol Coagnsles Hordor Corbobe Joo Widow Help

= .I o3 flﬂlml‘al *I{}Iﬁlﬁlﬂl@m ﬂl !I [satery Vel speciticaimamn mode)

After it ends “Nome pos. automatic update®.
Please do “Write Flash Rom® -> “Software reset®

At (hic) | Aem (h2e) | Rok. Axia Re) Vert. keiaiZc) |

— oy R

- Resec Controller Errar fnc.biscance | -

Jog -> Basic Position(Eye Mark)

Serve-OFF

#top - pin o]
(¥hen positioning pin is used) =
Encodecr Rotation Paca Moace?

Home poa. automatic update(Only newly MI Mﬂ

e e ol | o
(Vhen positioning pin iz used)

Y GhEyy\\y\y(}¢{118spppnpypyoee€'nnnnnaass [band Rate : Se0O(bpa]
Bsta| | & > @ S 7| |[SPC tntrtace Sofivar. B0EHOTS - Msosoh Woed | | BT RS o
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(3) Click the “Servo ON” button.

[3agecy Vel Specitied R Node) S|

(4) Jog the arm to near the reference position (see reference position drawing in step 7), and click the
“Jog end” button.

[3agecy Vel Specitied R Node) S|

(5) Click the “Servo-OFF” button.

[3agecy Vel Specitied R Node) S|
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(6) Press the emergency-stop switch.

(7) Set an adjustment jig (pin) in arm 1 or 2 to fix the arm at the reference position.
¢ Set the jig after confirming that the emergency-stop switch is pressed.
¢ Set the jig after adjusting the arm to the reference position, using the positioning mark label as a
guide.
¢ Arm 1 has a cover (not arm 2), which is fixed with setscrews. Remove the setscrews and detach the
cover before setting the jig.

o It is recommended that an adjustment jig be used to perform an absolute reset. With arm 1 or 2,
however, rotation data can be reset as long as a positioning accuracy of “center of positioning mark
label +1 graduation” is ensured.

Positioning mark
label for arm 1

Positioning mark
label for arm 2

Insertion depth: Approx. 20 mm

Arm 2

&Warning

® Always press the emergency-stop switch before setting an adjustment jig. Failure to do so may
cause the robot to malfunction and result in a serious accident.
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(8) Click the “OK” button.

[Satety Vel Spreified(MAN Rode) 5

[Satety Vel Spreified(MAN Rode) 5
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(10) Remove the adjustment jig.
o If you are working on arm 1, install the cover and secure it with the setscrews (not required for arm
2).
(11) Release the emergency-stop switch.

(12) Click the “OK” button.

¢ An arrow is shown next to the “Home pos. automatic update” button. Do not set this item. (In
particular, be sure this item is not set when performing an absolute reset without using a jig).

o If the home position is updated automatically when a reset is performed without using an
adjustment jig, the home position will become offset.

¢ If the home position has been updated by mistake, perform an absolute reset again using an
adjustment jig. (This time, end the procedure before home position automatic update).

¢ Always click the “OK” button after removing the jig and releasing the emergency-stop switch.

[ ]_\l ogam  Fgslon Fasmels Symbol Cougnales Mot Conboler Tool Window  Helo
J i O 2Rl bl Sl T

ol
“Hume poe. aubomatbio opdate’
Flease do "Write Flash Hem® =» “Soltware reset”

[satevy Vel specitiedMAND Mude) =

Al (Ate] | Ren2 {A2c) | Rok. Anis (Re) +Vert. b= (2o} |

Encoder Botation Dot Reastl

Feast Controller Ercor

Secvo oN

Jdog -> Basic Position(Eye Harck)

Secvo-OFF

Heset Encoder Ertfl
atop -3 pin i

(When positioning pin is used) ﬂ Svop
|| Encoder Rotacion Daon keocts

» Home pos. automatic update({Coly newly nu:]l cmal|

irioning pin 1-» atap releass
(¥hen positioning pin is used)

f R Ci NG T (A AR aRea ey
Hstan| | @& > B * [ #0C interface Softwor... | B SHIES ol Wond | |05 @S nozam

(13) Click “X” in the top right-hand corner to exit the absolute reset window.
e Once the absolute reset is complete, be sure to reset the software.

/I\ Caution

@ Be careful not to perform a reset using an incorrect sequence, since it may cause the arm position
to become offset.

® \When home position automatic update has been performed, be sure to write the flash ROM.
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6.4.4 Absolute Reset Procedure for the Rotational Axis + Vertical Axis

(1) Click “Encoder Rotation Data Reset1” button.

e (& e Pogun Posbon Pwanste mbal Coognsei Monds Cooole Jod Wrdm Heb

ot Vel Specitsediam moter 3]

“Home pos. asutomatic update®
FLiton 4o *Wike PLash bamt’ o5 “Sattware’cooatt
et (At} | At Aze) | Bot.Axia (Be) e, Axisize) |
- Encoder Bozation bata Brsec (Bc,Zo) Joq Vel
Resex Consroller KiTor 0

Berveo ON(Re, 2e) - I P I
Tewp. Stansard posture
Jog =» Basie Positisn(Eye Mack) (Re) ionrea | Pesss Encoder Er

o xEE

Bervo=0FF (Re, &)
Beop
e e
e o o s RLIES

—* Poricioning pin insertion
Whes pasitisning pin is used) [b(mmhmmwmmmlw&m

Encoder Botation Data Reser: (e} | mmﬁm u| [sazery ver speciticaimuns moae) =]
Nome pas. metomaric update (Tndimpenashilicy) (B) e T I

After it ends ‘Nome pos. autmatic update’,
Pomitiening pin removesl > Brake Lock(DK S9-NOW) g
=» Bmergency stop release _| Please do “Write Plash o' -» *Suftware reset”

(¥hesm positicning pin i used)
Sexvo O (Rg, 2a]

Aemt (Ase) | Aemd (A2e] Roe.keis(he) tVese. Anss (22 |

Ll Encoder Ratation bate Reseci(fs, Io) Zog Vel [
Feset Controller LiTor Ing.Piscasce I

Temp. Standard posture

dog -» Basic Position(Eye Bark) (Re) fag rnd || Reset Encoder ﬂ
[oania ___________——— &}
Brep
e w o sk et vl chings o Home f osdnen. |

> Pomitionisg pi e pins une b
(¥hen positiosing
— JI R |
Wome pos. apdnza | |
Positionang pin cemcvenl -> Draff Lock (DK S¥-NOW) :I
=» Emergency stop release
(¥hen poritioning pin is ased)
Servo OH{Rs, Zo)

Srandard posture standbyile) (*Be-30)
Serva=0rT (Ro, In)
Enooder Fotation Date Resecd (Zs)
Home pos. awtmatic update [Indispensabilivy] (Ze)

L) Foi- e e ]
pg«pmmwmwm;ﬂwm

ml “Home pos. automatic update”
u-o--lnuml--b “Software reset®

ema (hte) | Aem ki) Bor. hwis(Be) ere . keisize) j

Srandard posture standby(le) (*Re-»0)
Serve=OfT (ko, Io)

Encoder Rotation Bata Besecd (Zc)

Ll Encoder Roration Data Resecl(Re, I=) Jog Vel E

Feses Comtroller Ercor Ing. Dissance

Bl o

Bervo o8ike, Ic)
Temp. Standard posture

i
5
7]
°
o
0
=
o
S
T
=
=
-]
=g
o
S
o
S
3]
o

Jog =» Basie Fesitien(Eye Eack) (Re) e e
servo-0 CITTI | JFoEt + Com1 [baua ate © Je0O[ERal
J Fop & P RIE " |[SFCimtoce Goftm.. B]5EH0TS ook i | RS o

wtop -» Brake Re ﬂ i
-> PoFiticning pis insert !
(Fen pOALLIORIng pIn 48 U

e poeete | Yo |[CE
Mema pn. AUESRAELE UBARES(] 1iey) (B} |
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(2) Click the “Reset Controller Error” button.

ALer AL ends “Home pos. automalic updale .
Please do “Write Flash Rom® -» “Software reset®

ema (hte) | Aem ki) Bor. hwis(Be) ere . keisize) l

e e (R
- Feses Costroller Lrcox ‘ Ino . Bisvance

el o

Secve o8 ke, Ic)

Temp. Standard posture

dog = Basic Fesition(Eye Backl (Re)
Servo=0FF (ko I}
atop -> Brake Release (BE SU-FLS) ] |
-+ PoRitioning pim insertion
(¥hen poaitioning pin is uaed)
Excoder Fotacion bace Resecd (Ro)

Moma pan. AUESEARLS Updkta |Tndispanashiliey) (Be)
Positicning pis remeveal -» Brake Lock(EK S¥-3OE) _I
-> Emergency stop release
(¥hen ponitioning pin is uaed)
Servo o (e, It}
Standerd posture scandoyilo) (*Ro->0)
Servo-Ofr (ke I}
Ezzoder Botarion Data Reseed (Iz)

Home §on. sucomatic update|Indispensabilicy) (Zc)

U /veer : comi Baua Bate : S600(bpa]
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(3) Click the “Servo ON” button.

kl«»—w—m—-bmwmwmmwh

518 |5/ $I0I0IGEDIDIDN 8] [ v o v

Encodes Betation Dats Reserlibe, 2e)

Servo O (Rc, Ich
Tewp. Jtandard posture
Jeg =» Basie Position(Eye Hazk) (Re)

Sexve-OFF (Ro. 2o}

Essrgency stop -> Deake Belaase (3R $U-RLS)
> Papitioning pin inseccios
{¥en positioning pin ia used)

Encoder Fotation Dace Resecs (Bo)

Woma pon. wetomacic update (Tndinpanaabiticy) (52|
Fositioning pin cemovenl —> Beake Lock (BF SU-HOH) o]
~> Emergency stop release 1
(Vhen pasitisning pin 18 used)
Sexve ON(Ro, Io)
Icanderd posture standdy(Ic) ("Ro->01
Saxve-OFF (Ra, To)
Encoder Potation Dats Reseed(le)

Home poa. awtcmatic update|Indispensabiliy) 2¢)

[Foee ¢ COMI  [Bmwsd Faxe @ BeOOLEPRl |

Sat] | 8 3 B [5 ® [ P e St BRSNS M Wit | BSOS e

(4) Click the “Temp. Standard posture standby” button.
o The vertical axis returns to its home position. Exercise caution so as not to be injured by the axis
during movement

hw»—mn—-u—.wmmwwww

o e e o s o O R |

After it ends Clieme pos. sutomatic update’,
PlraEe Go CWrite Flisn Eem© -3 CSOEtWAre FRsRtc

e A} | A2 {A2E]) | Ber. keds (fe) fVeee. Axia (e |

Encodes Betation Dats Reserlibe, 2e)

Beser Comtroller Ercos

Servo OO (Ao, o)

Tamp. Jrandard posture
e = Basie PesitioniEye Mazk) (Re) B |

Servo-OFF (Ao, I}

Emergency stop -> Brake Balease (3% SU-FLS) ﬂ
-> Pemisioning pin insecsiom |
{¥hen positioning pin 1a used)

Encoder Fotation Dace Resecs (Bo)

Momn pin._wutoman 1o upants (Tntmpanasis ey (5] |
e e L e P _I
-> Emergency stop relsass
(Vhen pasitisning pin 18 used)
Jerve o0 (R, o)
Iasdard josture scandhy(Zo) (*Ro-:0]
Farvo-arF (Ra, 301
Encoder Rotation Date Resscd (lc)
Home pos. wstomatic updste (Indispensability) |Ze]

[Por  Coms[Bwad pwte ¢ SOtRN
:EE PRz

|t [ 3 [ [P o St 6 £H01S i |

(5) Jog the rotational axis to the reference position (see reference position drawing in step 8), and click
the “Jog end” button.

Ewametw bl Coograies Mok [omhole [oo inde pet

5in| BloiSEE) Slolpiol=DOE 8] [ e

After it ends Cliame pos. sutomatic update’,
Please do “Write Flash Bem® -> *Software reset®

Aemd (Ate) | Armd {hte) | Bot. keds (e} Weee, dxiaqzei |

FRApAer Breacion BRTa ERR e e 2oy,

Fegee Cow

Wb icg -> Basic PasitioniEye Hack) (k)

EFEEOTT AR ]

Fewriency, etop) > [Pke| BrLener (FR S7-F2E)

(el o Gl e e L o e

it | 8 > @B E ® [ EPC tadcn Totimn . BBEHATS s e |
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(6) Click the “Servo-OFF” button.

ALLEE 1L ends ‘Weme poe. swlomalic update’,
Firase 46 “Wrile Flash S’ => ‘Safimare resst’

et i) [ e (a2} Bor. Anis b veen ania 2 |

Escoser Botation Bata PaswtdiBs, I
Reser Comteolier Breee
Bervo OM ke, Ie)

Tewp. Srandard yosvere

) 4oy > Pasiz FositismiiTe ?i)l’-r
- Bervn-ofF (b, 221

Beiymriy simp -5 Brake beifiles (NE 24-dLa)
-> Pawitioning pin immest
I¥hen positisaing pis 18

Encoder Botatiss bata Bmsesd (Be)

Moma pos. watomaric updaceIndispazastility) (So)

Tositieniag pin cemcvesd s Seaks Lock{EK IR0  ce|

=3 Emergunry stap release

Srandard posture standvyilo) (*he-»8)

Servo-CoF ko, 201

Encoder Botatica Daca Bmsetd (Ich

Moma pos. watomatic update|Indispessability) (2o}

(] | B [T e | B S bt |

(7) Press the emergency-stop switch.

B v
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(8) Affix the rotational axis at the reference position by setting the plate and pin of the adjustment jig as

illustrated below.

Set the jig after confirming that the emergency-stop switch is pressed.

1) Confirm that the rotational axis is roughly in the reference position. (Vertical positioning marks
should align. The D-cut surface should be on the right side when viewed from the front.)

2) Set a plate jig on the rotational axis by causing its side labeled “UPPER (ARM SIDE)” to face up.

3) Insert a pin jig from the bottom to set the rotating direction of arm 2.

4) Turn the rotational axis until the plate jig contacts the pin lightly.

Reference position drawing |

Inside bellows

Approx. 4 mm

ta
Cause the jig to lightly

contact the pin. Lift the spline until the  Positioning

stopper is contacted,  mark label for

/ and then lower by rotational axis
View from below

| Corpof&”ﬂﬂ

AWarning

® Always press the emergency-stop switch before setting an adjustment jig. Failure to do so may
cause the robot to malfunction and result in a serious accident.
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(9) Click the “OK” button.

FRE " [Pt Solma., ®])

(10) Click the “Encoder Rotation Data Reset2” button.

3
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azery Vel Speciticdiman moge) 5]
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(11) Click the “Home pos. automatic update” button.

Mwmmm;ﬂwm

ALLer AL ends “Home pos, sulomalic updale®,
Pleass dn “Write Flash Nom' => *Saftware reset®

Armi(Aze) | Aem2 Az} Bor.Axis(he] Weee . kxis (2 |

Encoder Potacion Data Reseel(Re, Is) Jog Vel :

Fenst Contralier Ervor T e

Secvo ohiihe, 20 = in1 | = |

Temp. Brasdazd pestuse

Jog -» Besse Pesivioa(Eye Mack) (Re)

| Incoder Fotation Dace Fesecd (Ro)
W foms pos. utosaric updats|Inds liey) (Ba)
Positienisg pin eemoveal -+ Brake Lock o
- Emergemcy stop reiease —
[Vien positioning pim 18 used)
Servo ON (R, I)
Standard poscure atandoyilc) (*Bo->0)
Seeve=0rF (B, Ie)
Encoder Boratios Data Resecd(Zs)

Mome pom. automatic update|Indispenssbilicy) (32}

Bsi| | & > S | [FrC trertoce Soltmn | BESHOTS -Mionok i |

(12) Remove the adjustment jig.

(13) Release the emergency-stop switch.

(14) Click the “OK” button.

i B8 Yaw Pogen Pgofion Pwsrats Symbal Cotginar Mok [anbald Jodl lindtwr Hel

| m)r s (e 5] #l e|o || o] | [anesty ver specstieaimon meaer B

+ automatic update®,
ﬂul- 0- ‘Iﬂtl IM M -> *“Software reset®
e | e pag] [masantany e assagest |
Ercoder Rotation Data Resstl (R, Ic) Jog Vel I H
Panat Comtrollsr Eeror Inc.Distance I

Secvo OH(Ro, 2c) e | s |

Tewp. Stamiard postuve

Jog - BaBiC POSLEIGR(EVE Mask) (Hoh 5 Penes Encader Feeed|

Secvo-ofF (Fe, Z0)
Emergency stop - Drake Release (DR S9-FLd) )
-+ Famitioning pin inasvcion

(Fhen pomiticning pin is weed)
Encoder Ratation Data Resec (ko)

= Positioning pin cemovenl -> Brake Lock{BE S6-Hom _J
=¥ Emrrgemcy stop celrase
(¥oes positicnisg pis 12 wsed)

Servo ON (Be, Ze)

Standard posture standsy (e} |[*Re->0)

Seeva-oFF (B, 261

Encoder Fotation Data Resetdife)

Bome pan. Liey) (2e1

|EBHSTEE nanan|

st | & 2 8 " |[SPC Imetace Soltwar_ | B0 SHOTS - Nicusi Wosd
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(15) Click the “Servo ON” button.

wmwmmwwww

mwmmg_l [ vt ertesnan oo

Heme pos. autematic update’,
Fieame dn ‘Nrite Fiash R -5 Seftwers reset”

Aemi(hie) | Aemd (h2e) Moe . dads (he) Were.kxis (2e) |

Encoder Rorariss Data Reserd(he,Ze)

Beser Costroller Erser

Secvo N [Rc, Ic)
Tewp. Scandasd posture
dog =» Basic Positicn(Eye Hark) (Rej

BeEvo-GFF (Ro, 2]

Emergency stop -> Brake Releass(BE SU-RLY) ok
—> Fosiviening pin inseccion -
(Vhen positioning pin 1s used)

Excoder Rocation Dace Reaetd (Ro) |

Nome o muromarc spanes (ningenesta ey (521 |
Pamicioning pin camcvesl -> Brake LockiE SU-M0H) .
- Emargemcy stop relesse
(Vhen pasitioning pin is used]
Aacvo o iRo, o]

Stasdard poscurs standby(Ic) |¥Ro-

Sarvo-orF (R, 20)
Excoder Rotazicn Data Reastd (Zo)
Home pos. sutcmatic upste (Indispesssnilicy) |Ze)

P 8 1 P it o | TS i O sme e

(16) Click the “Standard posture standby” button.
o The vertical axis returns to its home position. Exercise caution so as not to be injured by the axis
during movement.

wmwmmwwww

in] Bl SiololoEDDE) 8] ey s v

After it ends ‘Meme pos. autematio updste®,
Please 4o ‘Write Fiash Rom' -> ‘Software resst®

Aem3 (K1) | Aemd (AZe) Dok, duis (e} Weer. eia(2e) |

i
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o
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Encoder Rorariss Data Reserd(he,Ze)

Beser Costroller Erser

Secvo N [Rc, Ic)

Tewp. Scandasd posture

dog =» Basic Positicn(Eye Hark) (Rej
BeEvo-GFF (Ro, 2]

Emergency stop -> Brake Releass|NE SU-pLS)
—> Fosiviening pin inseccion
(Vhen positioning pin 1s used)

Excoder Rocation Dace Reaetd (Ro)

Weme pon. autcmaric updste (Tndispsneshilicy) (B}

M“ulil pin remcvesl -> Brake Lock(BE SU-NOM) d
> Emergency stop velease

[Uhen pesitioning pin is used)

Jervo ON (R, I5)

- Stasdard poscure standby(3z) |(*Ro-=0)

Sarvo-orF (R, 20)
Excoder Rotazicn Data Reastd (Zo)
Home pos. sutcmatic upste (Indispesssnilicy) |Ze)

P 8 1 P it o | TS i O sme e

(17) Click the “Servo-OFF” button.

huww—wp—-wmmmwww

Zlalciizial sioispEipol sl P

mn- “Meme pos. antematic update’,
Please do “Write Flash Rom' -> “Software Tesett

Aewi {Kic) | A2 (12} Mok . deda (he) Wese. dxda (2ei |

Encoder Rorariss Data Reserd(he,Ze)

Beser Costroller Erser

Secvo N [Rc, Ic)

Tewp. Scandasd posture

Jog =» Basic Positiss(Ege Mack) (Re}
BeEvo-GFF (Ro, 2]

Emergency stop -> Brake Releass|NE SU-pLS)
~-> Fositioning pin insection
(Vhen positioning pin 1s used)

Excoder Rocation Dace Reaetd (Ro)

Weme pon. autcmaric updste (Tndispsneshilicy) (B}

M“ulil pin remcvesl -> Brake Lock(BE SU-NOM) d
stap
In.. pesitioning pin is used)

Secvo o [Ro, 20]

Berve-GFF (Re, 2o)
Excoder Rotation Data Resetd(Zo)
Home pos. autcmaric wpdsie (Indispensabilicy) (z2) |

[Port i COM3  [Baud Race ; oeodlops]
mﬁ A

i 3 0 [ e | 01 |
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(18) Click the “Encoder Rotation Data Reset3” button.

e L4 o Fomes Ty Spist Ummpows jines Dowie [od iiebee ok

2in SIisiEsx) SlolololFIDOD| 8] [ v i 3

[¥hen positisnizg pin iz waed)
Encoder Fotacion Data Rmsecd (Ro)

Wome pox. mucomatic update|Iadispenmabilicy} (Fe) D 18 o Prgw Tyme Ttet Cmgpmes fiuns Dowie Tl i bk

L L BT =(m| 3sglede] #olelel=ininio «) [Sucecy vei specatanaimam Boiel

.m-n-'h - autematic updste®
Piasas 44 Write Tisch humt 5 s-wuunut

i ke | Aot (A e dnis e sWese. i gz |
| facoder botasion Data Bmseid e, fei
beset Controlles Ercer
Sarvo OM(Re, Zo)

Standard pesture standeyiZol (*Re-:0)

Home pbs. automstic update|Indispensabiliity)

Tewp. Stasdard pesture

Bsi| | 8 2 B [ tmtoce S B]06SHOTS Wi i |

e L4 o Fomes Ty Spist Ummpows jines Dowie [od iiebee ok

ﬁﬂ-ﬂdﬂﬁﬂﬂ.&lﬂﬂﬁﬂ! B ey vei seanieamen s 5
.m- it . autematic update*
m‘ “UIM”* "h‘ '-'.
B e e |
| facoder orasion bata Baseti (e, Zo)
beset Conteolles Ercer
Sexvo ON(Rc, Zo)

Standard peature siandyiIo) ("Re-0)
Sexvo-orF (s, 2o}
Enooder Fotation bata Reserd (In)

Tewp. Stantard posture

309 -> Basic Pasition(Eye Eark) (Re) Home pos. automatic updave |indispensability) iZel

merpeney siop -r Nrwee be
~> Fositioning pin inmes
[¥hen positisnizg pin is w

Mome pen. mutcmatic updats)

Standard pesture standeyiZol (*Re-:0)
Servo-0FF (Fa, 20}
Enooder Fotation Data Resecd |In)

Home pos. automstic updateisdispensability) |De)

T T T T
Simt| | 8 RS " [T teetace St ] SHOTS Wit W | : B

(19) Click the “Home pos. automatic update” button, and then click “X” in the top right-hand corner to exit
the absolute reset window.

e Once the absolute reset is complete, be sure to write the flash ROM and reset the controller.

ﬂiawmwwmwmummwmm

[ s e R E e (= e e e R [eatary ver spacieisainun ods)

‘After it eads “Nume pos. aatomatic update’,
Please do ‘Write Flash Rom' -> “Software luvt

A (k1) | eme (Aze} | Mok, deis (D) iere. nis (2e) |

Encoder Botation Dara Beseti (R, o)

Resst Controllse Eevor
Serve OH (B, 350

Tewp. Scandard poscare

dog =¥ Hasic Poaition(Eye Hackl (Heh
Servo-OFF (Rc, Zc)

Emergency step -+ Drake Release (0F S¥-FLO) K|
—> Posicioming pin insection —
{Uhen posicioning pin in umed)

Encoder Rotation Data Resec (ko)

Nama pas. AUEAmALLE LpAAts | Tndispsssabd LiEg) (Be)

Pooivioning pin tesoveal -» Brake Lock(BK SW-HOM) o]

=» Emeegency atop release

i¥hen positioning pin i3 ussd)
Serve oN(Fs, 22)

Srandard pesture stasdhy [Ze) |*Be-s0)

Sexve-OFF (k. I)

=,
stat] | & 2 S [FPC tmertone Sohmen . B SHITS Mok Wit =EENE - ERET
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6.4.5 Writing the Flash ROM

(1) Following an absolute reset of the rotational axis and vertical axis, the following screen opens when
the absolute reset window is closed. Click the “Yes” button.
o Clicking “Yes” writes the information in the flash ROM.
e The flash ROM must also be written when home position automatic update has been performed for
arm 1 or 2.

Wrive Flash RONZ
T Frogean
T symhol

F Pamition data, coardinate syatem defisition date

5] | 8 3 8 [ [ tmmtace Sotws. | ST s |

(2) When the writing of flash ROM is complete, the following screen is displayed. Click the “Yes” button.
e The controller is restarted and the software is reset.

5] | 8 3 8 [ [ tmmtace Sotws. | ST s |
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6.4.6 Resetting the Controller

(1) Select “Software Reset” from the Controller menu on the tool bar.

————————————
o5t | 8 2 I [ [PC et Soltwar._ BJSHOTS Mol Wad | - JEETPR] ERIET

6. Inspection/Maintenance .

(2) Click the “Yes” button. The controller is reset and restarted.
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7 Specifications

71

Specification Table

IX-NNW2515 (Arm Length 250, Dust-proof/Splash-proof Specification)

Iltem Specifications
Type IX-NNW2515-0000L-T1
Degree of freedom Four degrees of freedom
Overall arm length 250
Arm 1 length mm 125
Arm 2 length 125
Drive method Axis 1 (arm 1) AC servo motor + Speed reducer
Axis 2 (arm 2) AC servo motor + Speed reducer
Axis 3 (vertical axis) AC servo motor with brake + Belt + Ball-screw spline
Axis 4 (rotational axis) AC servo motor + Belt + Reduction gear + Spline
Motor capacity | Axis 1 (arm 1) 200
Axis 2 (arm 2) 100
w
Axis 3 (vertical axis) 100
Axis 4 (rotational axis) 50
Movement range | axis 1 (arm 1) +120
degree
Axis 2 (arm 2) +120
Axis 3 (vertical axis) (*1) mm 150
Axis 4 (rotational axis) degree +360
Maximum Axis 1+ Axis 2 (maximum composite speed) 3142
operating speed mm/sec
(*2) Axis 3 (vertical axis) 1106
Axis 4 (rotational axis) degree/sec 1600
Positioning Axis 1 + Axis 2 +0.010
repeatability (*3) mm
Axis 3 (vertical axis) +0.010
Axis 4 (rotational axis) degree +0.005
Cycle time (*4) sec 0.51/2 kg
Load capacity Rated 1
kg
Maximum 3
Push-in thrust of ik
axis 3 (vertical Dynamic (*5) N (kg 90.9 (9.3)
axis) Static (*6) 65.3 (6.7)
Permissible load | permissible moment of inertia (*7) kg-m? 0.015
on axis 4
Permissible torque N-m (kgf-cm) 1.9 (19.5)
Permissible tool diameter (*8) mm 40
Origin detection Absolute

User wiring (*9)

15-pin waterproof connector with 15-core, AWG26 shielded cable (socket)

Alarm indicator (*10)

One small, red LED indicator (rated voltage: 24 V)

Air purge pipe joint

Applicable tube: Outer diameter ¢$6 (inner diameter ¢4)
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Item Specifications
- Three air tubes (outer diameter: ¢4, inner diameter: $2.5) (normal
User piping service pressure: 0.8 MPa)
Operating Ambient temperature/humidity Temperature: 0 to 40°C, humidity: 20 to 85%RH or less (non-condensing)
environment
Altitude m 1,000 or less
Noise dB 7
Robot weight kg 21
Brake power source for main unit w 24V DC £10% 20W
Air purge pressure (*11) 0.6 MPa max.

Protection class

IP65 or equivalent

Controller Power supply 230V 50/60Hz 5A
Allowable supply voltage fluctuation % +10
Overvoltage category (IEC60664-1) Category lll
Pollution degree (IEC60664-1) Pollution degree 3
*1 To move the robot horizontally at high speed, perform teaching so that the vertical axis stays as close to the top position as

2
*3
*4

*6
*7

*8
*9
*10

*11

possible. (Fig. 1)

To operate the robot with its vertical axis at the bottom position, the speed and acceleration must be reduced as appropriate.

(Fig. 2)
Assuming PTP instruction operation.

Measured at a constant ambient temperature of 20°C.

Measured when the robot is operated at the maximum speed, carrying a load of 2 kg.

A force of up to three times the dynamic push-in thrust may be applied at any given moment.

The static thrust refers to thrust generated within the robot’ s range of operation based on PAPR instruction.

The permissible moment of inertia converted to a value at the rotational center of axis 4. The offset from the rotational center of
axis 4 to the tool’ s center of gravity is assumed to be 40 mm or less. (Fig. 3)

If the tool’ s center of gravity is further away from the rotéional center of axis 4, the speed and acceleration must be reduced

as appropriate.

If the tool exceeds the permissible diameter, it will contact the robot inside the robot’ s range of movement. (Fig. 4)

Pins 1 to 15 of the connector can be used. Pin 16 is connected to the shielded cable and cannot be used for signal lines.

To enable the alarm LED indicator, the user must provide a circuit that supplies 24 VDC to the LED terminal in the user
connector in response to the controller 1/0O output signal, etc.

A recommended air purge pressure is 0.3 MPa or above (maximum pressure: 0.6 MPa). Increase the pressure to a range of
0.3 to 0.6 MPa until immediately before the bellows starts to inflate, and adjust the flow rate using the speed controller.

As a purge medium, use clean, dry air free from compressor oil or other contaminants, conforming to an air filtration rating of

10 um or below.

(Fig. 1)

Center of

Center of rotational axis

rotational axis

/3 ! /
‘ ; Tool ;////////

i C;;;;;;ﬁ L LALLLD
Vs s
‘ Vi v A
‘ //i////

Tool' s center

of gravity

(Fig. 3) (Fig. 4)

Reference design standards: Annex | to Machine Directives, EN292-1, EN292-2, EN1050, EN60204-1, EN775
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IX-NNW3515 (Arm Length 350, Dust-proof/Splash-proof Specification)

Iltem Specifications
Type IX-NNW3515-00L-T1
Degree of freedom Four degrees of freedom
Overall arm length 350
Arm 1 length mm 225
Arm 2 length 125
Drive method Axis 1 (arm 1) AC servo motor + Speed reducer
Axis 2 (arm 2) AC servo motor + Speed reducer
Axis 3 (vertical axis) AC servo motor with brake + Belt + Ball-screw spline
Axis 4 (rotational axis) AC servo motor + Belt + Reduction gear + Spline
Motor capacity | Axis 1 (arm 1) 200
Axis 2 (arm 2) 100
w ~
Axis 3 (vertical axis) 100 UJ
Axis 4 (rotational axis) 50 g
(2]
Movementrange | axis 1 (arm 1) +120 =
- degree o
Axis 2 (arm 2) +135 =
- : . o)
Axis 3 (vertical axis) (*1) mm 150 a
Axis 4 (rotational axis) degree +360
Maximum Axis 1 + Axis 2 (maximum composite speed) 3979
operating speed mm/sec
(*2) Axis 3 (vertical axis) 1106
Axis 4 (rotational axis) degree/sec 1600
Positioning Axis 1 + Axis 2 +0.010
repeatability (*3) mm
Axis 3 (vertical axis) +0.010
Axis 4 (rotational axis) degree +0.005
Cycle time (*4) sec 0.59/2 kg
Load capacity Rated 1
kg
Maximum 3
Push-in thrust of in (x
axis 3 (vertical Dynamic (*5) N (kg 90.9 (9.3)
axis) Static (*6) 65.3 (6.7)
Permissible load | permjssible moment of inertia (*7) kg-m? 0.015
on axis 4
Permissible torque N-m (kgf-cm) 1.9 (19.5)
Permissible tool diameter (*8) mm 40
Origin detection Absolute
User wiring (*9) 15-pin waterproof connector with 15-core, AWG26 shielded cable (socket)
Alarm indicator (*10) One small, red LED indicator (rated voltage: 24 V)
Air purge pipe joint Applicable tube: Outer diameter ¢6 (inner diameter ¢4)
- Three air tubes (outer diameter: ¢4, inner diameter: $2.5)
User piping (normal service pressure: 0.8 MPa)
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Item Specifications
Operating Ambient temperature/humidity Temperature: 0 to 40°C, humidity: 20 to 85%RH or less (non-condensing)
environment
Altitude m 1,000 or less
Noise dB 7
Robot weight kg 21
Brake power source for main unit w 24V DC £10% 20W
Air purge pressure (*11) 0.6 MPa max.
Controller Power supply 230V 50/60Hz 5A
Allowable supply voltage fluctuation % +10
Overvoltage category (IEC60664-1) Category Il
Pollution degree (IEC60664-1) Pollution degree 3

*1 To move the robot horizontally at high speed, perform teaching so that the vertical axis stays as close to the top position as
possible. (Fig. 1)
To operate the robot with its vertical axis at the bottom position, the speed and acceleration must be reduced as appropriate.
(Fig. 2)

*2  Assuming PTP instruction operation.

*3  Measured at a constant ambient temperature of 20°C.

*4  Measured when the robot is operated at the maximum speed, carrying a load of 2 kg.

*5 A force of up to three times the dynamic push-in thrust may be applied at any given moment.

*6  The static thrust refers to thrust generated within the robot’ s range of operation based on PAPR instruction.

*7  The permissible moment of inertia converted to a value at the rotational center of axis 4. The offset from the rotational center of
axis 4 to the tool’ s center of gravity is assumed to be 40 mm or less. (Fig. 3)
If the tool’ s center of gravity is further away from the rotéional center of axis 4, the speed and acceleration must be reduced
as appropriate.

*8  If the tool exceeds the permissible diameter, it will contact the robot inside the robot’ s range of movement. (Fig. 4)

*9  Pins 1 to 15 of the connector can be used. Pin 16 is connected to the shielded cable and cannot be used for signal lines.

*10 To enable the alarm LED indicator, the user must provide a circuit that supplies 24 VDC to the LED terminal in the user
connector in response to the controller I/O output signal, etc.

*11 A recommended air purge pressure is 0.3 MPa or above (maximum pressure: 0.6 MPa). Increase the pressure to a range of
0.3 to 0.6 MPa until immediately before the bellows starts to inflate, and adjust the flow rate using the speed controller.
As a purge medium, use clean, dry air free from compressor oil or other contaminants, conforming to an air filtration rating of
10 um or below.

Center of

Center of rotational axis

“™_ rotational axis

(Fig. 1)

(Fig. 3) (Fig. 4)

Reference design standards: Annex | to Machine Directives, EN292-1, EN292-2, EN1050, EN60204-1, EN775

60




I x INTELLIGERIT
ACTUATOR

7.2 External Dimensions

IX — NNW - 2515 (Arm Length 250, Dust-proof/Splash-proof Specification)

Reference
surface | 55

ALM (indicator)

User connector

2—¢@8H10
JHO Arm 1 stopper

¢4 quick air-tube joint

160

(black, red, white; 3 locations

BK SW (Brake-release switch 4-49
¢16, counterbore depth 0.5
(424.5)
249.5
l /L
5 ! 5|
] wy
Tapped hole for ©
peripheral installation (4 | 1
locations, M4, depth 12) 1
Same on opposite
surface
et
= 44.5| 50 730, w
oo T [
~ > o
0| =
= I I T T Purge air inlet:
T T T T |
q 850 Ot I 1 -
1 T 1 ] ‘ -
i |
=] q ]
)
S|l
o| 3 125 125 1 g
c
Ol s Reference
w8 surface
\E-/
~ % l !
R
o

ALM (red LED) (*2

BK SW (Brake-release switch)

¢4 (black) quick joint

Spacer for user part
installation
Height 10, M4

User connector

15-pin connector 4 (red

uick joint

Detailed view of panel

¢ 11 (inner diameter)

@16h7 (fae)

@35

Detailed view of arm tip

Outer diameter ¢6

(inner diameter ¢4) |

120

-y

T-slot for 9
peripheral
installation
M3, M4
L
[l
[fal
*1: External force applied to the spacers must
not exceed 30 N in the axial direction or 2
N-m in the rotating direction (for each
spacer).
*2: The LED operates only when the user

provides a circuit that receives controller /0
output signal and supplies 24 VDC to the
LED terminal in the user connector.
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IX — NNW - 3515 (Arm Length 350, Dust-proof/Splash-proof Specification)

2—@8HI0
Reference 925
f: i
s ace\ 55 ) 130 | Arm 1 stopper

i

User connector

/
s

I
100
140
160

»4 quick air-tube joint
(black, red, white; 3 Iocations)|

i & :i.._ —
) 15 _FLJ 4-49
BK SW (Brake-release switch) T 16, counterbore depth 0.5

Arm 2 stopper
(524 5)
I
2495
#
1
- ! | &
Tapped hole for . =
peripheral installation (4 | | ‘
locations, M4, depth 12) | | =
Same on opposite ! !
surface |
|
i =1
o
= 44.5| 50 430, G |
o o = ‘ @ _
[ o |’_i‘—]
2 120
=] : = J_!
T — I |
b T —H — ——
| 1 [T —— T [ | - Purge air inlet:
I vo— T - Outer diameter ¢6
2 T—T1— 1 | (inner diameter ¢4) |
= ! —+ T-slot for o
| peripheral
T =, H installation
2| et | M3, M4
= 2 I [1e} .
3 3 125 225 =] @
= § Reference ]
W ——
g il surface ol o &)
+—* s | e

ALM (red LED) (*2

*1: External force applied to the spacers must
not exceed 30 N in the axial direction or 2
Spacer for user part | N-m in the rotating direction (for each
installation ‘ ' ‘ ! i spacer).
Height 10, M4, depth 5 (*1) @11 (inner diameter)
H @16h7 {(Hara) *2: The LED operates only when the user
4 (red) quick joint - provides a circuit that receives controller I/O
User connector @35 output signal and supplies 24 VDC to the
(15-pin connector) LED terminal in the user connector.

Detailed view of panel Detailed view of arm tip |
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7.3 Robot Operation Area

IX — NNW - 2515 (Arm Length 250, Dust-proof/Splash-proof Specification)

Area of prohibited entry

Movement range

Area of prohibited entry

Mechanical stopper position

IX — NNW - 3515 (Arm Length 350, Dust-proof/Splash-proof Specification)

——— —_——

Area of prohibited entry

Movement range

Area of prohibited entry

Mechanical stopper position
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8. Warranty .
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8. Warranty

8.1 Warranty Period

One of the following periods, whichever is shorter:
* 18 months after shipment from IAl

* 12 months after delivery to the specified location
* 2,500 hours of operation

8.2  Scope of Warranty

Our products are covered by warranty when all of the following conditions are met. Faulty products
covered by warranty will be replaced or repaired free of charge:

(1) The breakdown or problem in question pertains to our product as delivered by us or our authorized
dealer.

(2) The breakdown or problem in question occurred during the warranty period.

(3) The breakdown or problem in question occurred while the product was in use for an appropriate
purpose under the conditions and environment of use specified in the operation manual and catalog.

(4) The breakdown of problem in question was caused by a specification defect or problem, or by a
quality issue with our product.

Note that breakdowns due to any of the following reasons are excluded from the scope of warranty:

[11 Anything other than our product

[2] Modification or repair performed by a party other than us (unless we have approved such
modification or repair)

[3] Anything that could not be easily predicted with the level of science and technology available at
the time of shipment from our company

[4] A natural disaster, man-made disaster, incident or accident for which we are not liable

[5] Natural fading of paint or other symptoms of aging

[6] Wear, depletion or other expected result of use

[7] Operation noise, vibration or other subjective sensation not affecting function or maintenance

Note that the warranty only covers our product as delivered and that any secondary loss arising from a
breakdown of our product is excluded from the scope of warranty.

8.3  Honoring the Warranty

As a rule, the product must be brought to us for repair under warranty.

8.4  Limited Liability

(1) We shall assume no liability for any special damage, consequential loss or passive loss such as a
loss of expected profit arising from or in connection with our product.

(2) We shall not be liable for any program or control method created by the customer to operate our
product or for the result of such program or control method.

66




I x INTELLIGENT
ACTUATOR

8.5 Conditions of Conformance with Applicable Standards/Regulations, Etc., and
Applications

(1) If our product is combined with another product or any system, device, etc., used by the customer,
the customer must first check the applicable standards, regulations and/or rules. The customer is also
responsible for confirming that such combination with our product conforms to the applicable
standards, etc. In such a case we will not be liable for the conformance of our product with the
applicable standards, etc.

(2) Our product is for general industrial use. It is not intended or designed for the applications specified
below, which require a high level of safety. Accordingly, as a rule our product cannot be used in these
applications. Contact us if you must use our product for any of these applications:

[11 Medical equipment pertaining to maintenance or management of human life or health

[2] A mechanism or mechanical equipment intended to move or transport people (such as a
vehicle, railway facility or aviation facility)

[3] Important safety parts of mechanical equipment (such as safety devices)

[4] Equipment used to handle cultural assets, art or other irreplaceable items

(3) Contact us at the earliest opportunity if our product is to be used in any condition or environment that
differs from what is specified in the catalog or operation manual.

8.6  Other Iltems Excluded from Warranty

The price of the product delivered to you does not include expenses associated with programming, the
dispatch of engineers, etc. Accordingly, a separate fee will be charged in the following cases even during
the warranty period:

[1] Guidance for installation/adjustment and witnessing of test operation

[2] Maintenance and inspection

[3] Technical guidance and education on operating/wiring methods, etc.

[4] Technical guidance and education on programming and other items related to programs
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9. EC Declaration of Conformity

This product comes with EC Declaration of Conformity as it complies with Machinery Directive if Option CE
is selected.

1A1] IAl CORPORATION

577-1 Obane, Shimizu-Ku, Shizuoka City, Shizuoka 424-0103 Japan
Phone +81-543-64-5105 Facsimile +81-543-64-5182

EC DECLARATION OF CONFORMITY

Manufacturer:
IAl CORPORATION

577-1 Obane, Shimizu-Ku, Shizuoka City, Shizuoka 424-0103 Japan
Authorized representative within the Community:

IAl Industrieroboter GmbH
Ober der Réth 4, D-65824 Schwalbach am Taunus, Germany

Hereby declares that the equipment described below
complies with the provisions of the below European Directives and the harmonized standards.

IX SCARA Robot
(IX series)
Models covered are shown at appendix 1,2,3, and 4 from the next page.

We can provide electronic data of relevant information on the partly completed machinery in
response to a reasonable request by the national authorities.

And also we request that the partly completed machinery must not be put into service until the
final machinery has been declared in conformity with the provisions of Machinery Directive.

+ Machinery Directive: 2006/42/EC
EN ISO 12100:2010, EN ISO 13849-1:2008,
EN ISO 10218-1:2011
+ EMC Directive: 2014/30/EU
EM 55011: 2009/A1:2010, EN 61000-6-2: 2005,
EN 61000-3-2: 2014, EN 61000-3-3: 2013
ENG61000-3: 2004/A1: 2012
+ RoHS Directive: 2011/65/EU
EN 50581: 2012
Done at Shizuoka, Japan,
On 3. J'LH, . 2019

s

President Toru Ishida

ORIGINAL

Declaration of Conformity for IX Series Ver 003 Page 1 of 5
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&§77-1 Obane, Shimizu-Ku, Shizuoka City, Shizucka 424-0103 Japan
Phone +81-543-64-5105 Facsimile +81-543-64-5182

1A1] IAl CORPORATION

Appendix 1

@Standard Type
Cable Controller
Series  Type length Type Option

IX- NNN1205 |- | 3L |-[] T2 |- gy
NNN1505 5L B
NNN1805 CE

IX-[ NNN2515 |- [ 5L |-[ T1 |- [ CE
NNN3515 10L T2
NNN5020
NNN5030
NNN6020
NNN6030
NNN7020
NNN7040
NNN8020
NNN8040

IX-| NNN2515H |- | 5L |- T2 |~ | JY
NNN3515H 10L CE
NNN5020H KCS
NNN5030H
NNNG020H
NNNB030H
NNN7020H
NNN7040H
NNN8020H
NNN8040H

@High Speed Type
Cable Controller

Series  Type length Type Option

ix.| NSN5o16 | [ SL | [ T1 | [CE
NSNG6016 10L T2

ix. NSNSo16H | [ 8L | [T2 | [ J¥

NSN6016H 10L CE

KCS

Ajwaojuo9 Jo uonesedaqg o3 ‘6

Declaration of Conformity for IX Series Ver 003 Page 2 of 5
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IAT

IAl CORPORATION

577-1 Obane, Shimizu-Ku, Shizuoka City, Shizuoka 424-0103 Japan
Phone +81-543-64-5105

Facsimile +81-543-64-5182

Appendix 2
@®Water and Dust resident Type
Cable Controller
Series Type length Type Option
IX-| NNW2515 |- | 5L -] T1 |- [ CE
NNW3515 10L T2
NNW5020
NNWS5030
NNW6020
NNW6030
NNW7020
NNW7040
NNWE020
NNW8040
IX-[ NNW2515H |- [ 5L | -] T2 |- [ JY
NNW3515H 10L CE
NNW5020H KCS
NNW5030H
NNWE020H
NNW6E030H
NNW7020H
NNW7040H
NNWS8020H
NNW8040H
@®Wall mount Type
Cable Controller
Series Type length Type Option
ix.| TNN3015 | [ 5L | [T1 | [ CE
TNN3515 10L T2
ix.| TNN3o15H | 5L | [72 ] [ Jv¥
TNN3515H 10L CE
KCS
@®'Wall mount / Inverse Type
Cable Controller
Series  Type length Type Option
X - UNN3015 | | 5L | [ T1 |_| CE
UNN3515 10L T2
x. UNN3015H | | SL | | T2 | | JY
UNN3515H 10L CE
KCS

Declaration of Conformity for IX Series Ver 003
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IAl CORPORATION

577-1 Obane, Shimizu-Ku, Shizuoka City, Shizuoka 424-0103 Japan
Phone +81-543-64-5105

Facsimile +81-543-64-5182

Appendix 3
@Ceiling mount Type
Cable Contraller
Series  Type length Type Option
IX-| HNN5020 5L |~ T4 CE
HNNGB020 10L T2
HNN7020
HNN7040
HNN8020
HNN8040
IX-| HNN5020H BL. [ T2 Jy
HNNG6020H 10L CE
HNN7020H KCS
HNN7040H
HNN8020H
HNN8040H
@Ceiling mount / Inverse Type
Cable Controller
Series Type length Type Option
[X- INN5020 5L | -| T1 CE
INNGO20 10L T2
INN7020
INN7040
INN8020
INN8040
IX-] INN5020H 5L |= [ ®2 JY
INN6020H 10L CE
INN7020H KCS
INN7040H
INNB020H
INN8040H

Declaration of Conformity for IX Series Ver 003

Page 4 of 5
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IAl CORPORATION

577-1 Obane, Shimizu-Ku, Shizuoka City, Shizuoka 424-0103 Japan
Phone +81-543-64-5105

Facsimile +81-543-64-5182

Appendix 4
@Creenroom Type
Cable Controller
Series  Type length Type Option
X-[ NNC1205 |- [ 3L |-| T2 |- [ J¥
NNC1505 SL B
NNC1805 CE
IX-[ NNC2515 |- [ sL |-[ T1 |- [ CE
NNC3515 10L T2
NNC5020
NNC5030
NNC6020
NNC6030
- NNC7020
NNC7040
> NNC8020
= NNCB8040
S
K] IX=['NNC2515H |« [ SL. [='| T2 |= [ J¥
g NNC3515H 10L CE
(3 NNC5020H KCS
. NNC5030H
c NNC6020H
o NNC6030H
= NNC7020H
5 NNC7040H
S NNC8020H
8 NNC8040H
(&)
UJ. @®5Special Order Type
* Cable Controller Special
Series Type length Type Order
IX- NNN2522 - 3L « TF e sSP -
IX- NNN2522 = 3L - T - sPz2 -
IX- NNC3515 - BL = T4 = sP -
IX- NNC3515 -f0L - T - SP -
IX- NNN3515 - 5L - T2 - SPp -
IX- NNN3515 - 10L - T2 - sP -
IX- NSNG6016 - 5L - T2 - SP -
IX- NSN6016 = 10L - T2 - sP -
IX- HSN6020 - 5L - T2 - SP -
IX- HSN6020 - 10L = T2 - sP -

# Every CE and KCs is set by option.

Declaration of Conformity for IX Series Ver 003
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CE
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CE
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CE
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Change History

Revision Date

Description of Revision

April 2011

March 2012

August 2012

July 2019

Second edition

A page for CE Marking added

Third edition

Introduction, Safety Symbols and Safety Precautions are deleted

Pg.1to7
Pg. 8
Pg. 18

Pg. 29

Pg. 57, 59
Pg. 65, 66

Safety Guide added

Caution in Handling added

Brake voltage source capacity from 20W to 30W —
changed to 20W

Caution notes added telling to go to see the doctor to have
an appropriate treatment when the grease got into an eye
Brake voltage source capacity 20W added to specifications
Contents changed in 8. Warranty

8. Contacting Us deleted

Fourth edition

4.1 Installation Posture added

5C edition
Pg. 68

EC Declaration of Conformity added
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Manual No.: ME3635-5C (July 2019)

1A1

Quality and Innovation

I1A | Corporation

Head Office: 577-1 Obane Shimizu-KU Shizuoka City Shizuoka 424-0103, Japan
TEL +81-54-364-5105 FAX +81-54-364-2589
website: wwwe.iai-robot.co.jp/

Technical Support available in USA, Europe and China

1A I America, Inc.

Head Office: 2690 W. 237th Street, Torrance, CA 90505
TEL (310) 891-6015 FAX (310) 891-0815
Chicago Office: 110 East State Parkway, Schaumburg, IL 60173
TEL (847) 908-1400 FAX (847) 908-1399
Atlanta Office: 1220 Kennestone Circle, Suite 108, Marietta, GA 30066
TEL (678) 354-9470 FAX (678) 354-9471
website: www.intelligentactuator.com

IA Il Industrieroboter GmbH

Ober der Roth 4, D-65824 Schwalbach am Taunus, Germany
TEL 06196-88950 FAX 06196-889524
website: www.iai-gmbh.de

1Al (Shanghai) Co.,Ltd.

SHANGHAI JIAHUA BUSINESS CENTER A8-303, 808, Honggiao Rd. Shanghai 200030, China
TEL 021-6448-4753 FAX 021-6448-3992
website: www.iai-robot.com

IA I Robot (Thailand) Co.,Ltd.

825 PhairojKijja Tower 7th Floor, Debaratana RD., Bangna-Nuea, Bangna, Bangkok 10260, Thailand

TEL +66-2-361-4458 FAX +66-2-361-4456
website: www.iai-robot.co.th

The information contained in this document is subject to change without notice for purposes of
product improvement.

Copyright © 2019. Jul. IAl Corporation. All rights reserved.
19.07.000
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